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Corrosion-Resistant 
Enclosures

Aluminum
Clamp Cover Type 4X NFAL Junction Boxes CR-152
COMLINE®  Wall-Mounted Enclosure Accessories CR-158
COMLINE®  Wall-Mounted Enclosures CR-156
COMPACT®  Type 4X Enclosure Accessories CR-148
COMPACT®  Type 4X Enclosures CR-146
Continuous Hinge CHAL Junction Boxes CR-150
Continuous Hinge Type 4X Enclosures CR-154
Nonmetallic
Fiberglass Enclosure Accessories, ULTRX® CR-194
Fiberglass Enclosures, ULTRX® Type 4X CR-192
Fiberglass Hinged Cover Type 4X Enclosures CR-168
Fiberglass Single-Door Free-Standing Type 4X Enclosures CR-198
Fiberglass Two-Door Free-Standing Type 4X Enclosures CR-202
Fiberglass Type 4X Enclosures for Flange-Mounted 

Disconnects
CR-188

Fiberglass Type 4X Overlapping Cover Enclosures CR-172
Fiberglass Type 4X Small Enclosures CR-164
Fiberglass Type 4X Wall-Mounted Enclosures CR-184
Fiberglass Type 4X Wall-Mounted Enclosures with 3-Point 

Latch
CR-182

Polyester Enclosures, PolyPro™ Type 4X CR-160
QLINE® D Polycarbonate and ABS Enclosure Accessories CR-210
QLINE® D Polycarbonate and ABS Enclosures Selection 

Matrix
CR-212

QLINE® D Polycarbonate and ABS Type 4X and Type 6 
Enclosures

CR-206

QLINE® D Polycarbonate Type 4X Pushbutton Enclosures CR-204
QLINE® E Polycarbonate and ABS Type 4X and Type 6 

Enclosures
CR-214

QLINE® E Polycarbonate Enclosure Accessories CR-218
QLINE® I Polycarbonate and ABS Type 4X Enclosures CR-220
QLINE® I Polycarbonate Enclosure Accessories CR-228
Stainless Steel
Cable Tray CR-134
Ceiling Mount Enclosures CR-6
Clamp Cover Type 4X NFSS Junction Boxes CR-4
CONCEPT®  Console CR-24
CONCEPT®  Type 4X Disconnect Wall-Mounted Enclosure CR-54
CONCEPT®  Type 4X Wall-Mounted Enclosures CR-36
CONCEPT®  Type 4X Wall-Mounted Enclosures with 

Additional Latches
CR-32

Consolets CR-22

Continuous Hinge Type 4X CHNFSS Junction Boxes CR-2
Disconnect Enclosure Accessories CR-118

Flange-Mounted Disconnects, Heavy-Duty Free-Standing 
Type 4X Enclosures for 

CR-108

Flange-Mounted Disconnects, Two-Door Type 4X 
Enclosures for

CR-98

Floor-Mounted Two-Door Type 4X General Purpose 
Enclosures

CR-76

Floor-Mounted Type 12 Two-Door Enclosures CR-78
Floor-Mounted Type 4X Disconnect Enclosures, General 

Purpose Two-Door
CR-104

Flush-Mount Pharmaceutical Enclosures, PharmaPro™ CR-8
Free-Standing One- and Two-Door Type 4X Enclosures with 

Three-Point Latch
CR-82

Free-Standing Type 12 Enclosures CR-88
Free-Standing Type 12 Enclosures Accessory Selection Guide CR-90
Free-Standing Type 4X Enclosures CR-80
INLINE® Instrumentation Enclosure Accessories CR-16
INLINE® Instrumentation Enclosures CR-12
INLINE® Landscape Instrumentation Enclosure Accessories CR-20
INLINE® Landscape Instrumentation Enclosures CR-18
PROLINE® Operator Interface Enclosures CR-120
PROLINE-PC Package CR-126
PROLINE-SY Package CR-130
Pushbutton Enclosures, 30.5mm and 22.5mm CR-28
Pushbutton Enclosures, Extra-Deep 22.5mm CR-30
Pushbutton Enclosures, Extra-Deep 30.5 mm CR-26
Replacement Doors with POWERGLIDE® Handle for Type 

4X Wall-Mounted Enclosures
CR-52

Two-Door Floor-Mounted Type 4X Enclosures CR-74
Two-Door Floor-Mounted Type 4X Enclosures with 3-Point 

Latch
CR-72

Two-Door Wall-Mounted Type 12 Enclosures CR-50
Two-Door Wall-Mounted Type 4X Enclosures CR-48
Type 4X Enclosures CR-44
Type 4X Enclosures for Flange-Mounted Disconnects CR-66
Type 4X Wall-Mounted Enclosures with 3-Point Latch CR-42
Watershed® Free-Standing Disconnect Enclosures CR-114
Watershed® Free-Standing Enclosures CR-96
Watershed® Wall-Mounted  Enclosures CR-70
Watershed® Wall-Mounted Disconnect Enclosures CR-62

index

Isolating critical controls from harsh environments is a 
job no one performs better than Hoffman. Select from 
a wide variety of materials, sizes, and designs to meet 
your specifications. From food and beverage packaging 
to pharmaceutical and cleanroom environments and 
from water treatment applications to petrochemical, 
Hoffman’s innovative enclosure solutions ensure reliable 
performance in a range of extreme conditions.
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Application

Provides unmatched protection for housing electrical components in 
highly corrosive environments. This enclosure is used in indoor and 
outdoor settings that are frequently wet or have constant exposure 
to water, other liquids, or contaminants.

Construction

16 or 14 gauge Type 304 or 316L stainless steel
Seams continuously welded and ground smooth; no holes or 
knockouts 
Seamless foam-in-place gasket assures watertight and dusttight seal
Stainless steel screws and clamps assure watertight seal 
Door removed by pulling stainless steel continuous hinge pin 
Weldnuts provided for mounting optional panels and terminal 
block kits 
Bonding provision on door and body

Finish

Enclosures are unpainted. Cover and sides of body have smooth #4 
brushed finish. Optional mild steel panels are painted white. Optional 
conductive panels are available.

•
•

•
•
•
•

•

Industry Standards

UL 50, File No. E27567: Type 3R, 4, 4X, and 12 (see Table) 
UL 508A, File No. E61997: Type 3R, 4, 4X and 12 (see Table) 
NEMA/EEMAC Type 3R, 4, 4X, 12, and 13 
JIC standard EGP-1-1967 
CSA File No. 42184: Type 4, 4X, and 12 
IEC 60529, IP66
Meets Type 3RX requirements

Accessories

Corrosion Inhibitors 
Fast Operating Junction Box Clamp 
Lock Kit 
Panels 
Swing-Out Panel Kit 
Terminal Block Kit Assembly 
Window Kit

Modification Services Program

You can customize this product to your unique requirements by 
specifying from these options:

Enclosure height, width, depth
Holes and cutouts in body, doors, subpanels
Tapped holes in subpanels 
Fasteners, mounting channel in enclosure and subpanel
Mounting (adds and deletes)
Doors
Subpanels
Windows
Standard accessories

To order, contact your local Hoffman sales representative.
NOTE: For information about modifications outside the scope of the 
Modification Services program, contact your Hoffman sales representative.

•
•
•
•
•
•
•
•
•

Standard Sizes Stainless Steel Continuous Hinge Type 4X CHNFSS Junction Boxes

Catalog  
Number

A x B x C 
in. (mm) Type

Body 
Ga.

Cover 
Ga.

Steel  
Panel  
Catalog 
Numberc

Conductive 
Panel
Catalog 
Numberc

Panel Size
D x E  
in. (mm)

Mounting
G x H  
in. (mm)

Overall
L x W  
in. (mm)

F  
in. 
(mm)

J  
in. 
(mm)

N  
in. 
(mm)

T  
in. 
(mm)

V  
in. 
(mm)

Y  
in. 
(mm)

A6044CHNFSSa 6.00 x 4.00 x 4.00  
(152 x 102 x 102)

304 16 16 A6P4 A6P4G 4.88 x 2.88 
(124 x 73)

6.75 x 2.00 
(171 x 51)

7.50 x 4.94 
(191 x 125)

3.50  
(89)

3.62  
(92)

2.38  
(60)

3.00  
(76)

0.31 
(8)

0.56  
(14)

A6044CHNFSS6a 6.00 x 4.00 x 4.00  
(152 x 102 x 102)

316L 16 16 A6P4 A6P4G 4.88 x 2.88 
(124 x 73)

6.75 x 2.00 
(171 x 51)

7.50 x 4.94 
(191 x 125)

3.50  
(89)

3.62  
(92)

2.38  
(60)

3.00  
(76)

0.3  
(8)

0.56  
(14)

A606CHNFSSb 6.00 x 6.00 x 4.00  
(152 x 152 x 102)

304 16 16 A6P6 A6P6G 4.88 x 4.88 
(124 x 124)

6.75 x 4.00 
(171 x 102)

7.50 x 6.94 
(191 x 176)

3.50  
(89)

3.62  
(92)

2.38  
(60)

5.00  
(127)

0.31 
(8)

0.56  
(14)

A606CHNFSS6b 6.00 x 6.00 x 4.00  
(152 x 152 x 102)

316L 16 16 A6P6 A6P6G 4.88 x 4.88 
(124 x 124)

6.75 x 4.00 
(171 x 102)

7.50 x 6.94 
(191 x 176)

3.50  
(89)

3.62  
(92)

2.38  
(60)

5.00  
(127)

0.31 
(8)

0.56  
(14)

A8064CHNFSSb 8.00 x 6.00 x 4.00  
(203 x 152 x 102)

304 14 16 A8P6 A8P6G 6.75 x 4.88 
(171 x 124)

8.75 x 4.00 
(222 x 102)

9.50 x 6.94 
(241 x 176)

3.50  
(89)

3.62  
(92)

1.38  
(35)

5.00  
(127)

0.25  
(6)

0.62  
(16)

A8064CHNFSS6b 8.00 x 6.00 x 4.00  
(203 x 152 x 102)

316L 14 16 A8P6 A8P6G 6.75 x 4.88 
(171 x 124)

8.75 x 4.00 
(222 x 102)

9.50 x 6.94 
(241 x 176)

3.50  
(89)

3.62  
(92)

1.38  
(35)

5.00  
(127)

0.25  
(6)

0.62  
(16)

A1008CHNFSSb 10.00 x 8.00 x 4.00  
(254 x 203 x 102)

304 14 16 A10P8 A10P8G 8.75 x 6.88 
(222 x 175)

10.75 x 6.00 
(273 x 152)

11.50 x 8.94 
(292 x 227)

3.50  
(89)

3.62  
(92)

1.38  
(35)

7.00  
(178)

0.25  
(6)

0.62  
(16)

A1008CHNFSS6b 10.00 x 8.00 x 4.00  
(254 x 203 x 102)

316L 14 16 A10P8 A10P8G 8.75 x 6.88 
(222 x 175)

10.75 x 6.00 
(273 x 152)

11.50 x 8.94 
(292 x 227)

3.50  
(89)

3.62  
(92)

1.38  
(35)

7.00  
(178)

0.25  
(6)

0.62  
(16)

A12106CHNFSSb 12.00 x 10.00 x 6.00  
(305 x 254 x 152)

304 14 16 A12P10 A12P10G 10.75 x 8.88 
(273 x 225)

12.75 x 8.00 
(324 x 203)

13.50 x 10.94 
(343 x 278)

5.50  
(140)

5.62  
(143)

2.38  
(60)

9.00  
(229)

0.25  
(6)

0.62  
(16)

A12106CHNFSS6b 12.00 x 10.00 x 6.00  
(305 x 254 x 152)

316L 14 16 A12P10 A12P10G 10.75 x 8.88 
(273 x 225)

12.75 x 8.00 
(324 x 203)

13.50 x 10.94 
(343 x 278)

5.50  
(140)

5.62  
(143)

2.38  
(60)

9.00  
(229)

0.25  
(6)

0.62  
(16)

A1212CHNFSSb 12.00 x 12.00 x 6.00  
(305 x 305 x 152)

304 14 16 A12P12 A12P12G 10.75 x 10.88 
(273 x 276)

12.75 x 10.00 
(324 x 254)

13.50 x 12.94 
(343 x 329)

5.50  
(140)

5.62  
(143)

2.38  
(60)

11.00  
(279)

0.25  
(6)

0.62  
(16)

A1212CHNFSS6b 12.00 x 12.00 x 6.00  
(305 x 305 x 152)

316L 14 16 A12P12 A12P12G 10.75 x 10.88 
(273 x 276)

12.75 x 10.00 
(324 x 254)

13.50 x 12.94 
(343 x 329)

5.50  
(140)

5.62  
(143)

2.38  
(60)

11.00  
(279)

0.25  
(6)

0.62  
(16)



Bulletin

Stainless Steel

A51S

Stainless Steel Continuous Hinge 
Type 4X CHNFSS Junction Boxes

CR-3Subject to change without notice	 PH 763 422 2211 • FX 763 422 2600 • www.hoffmanonline.com	 © 2007 Hoffman Enclosures Inc.

Corrosion-Resistant 
Enclosures

Standard Sizes Stainless Steel Continuous Hinge Type 4X CHNFSS Junction Boxes (Cont.) 

Catalog  
Number

A x B x C 
in. (mm) Type

Body 
Ga.

Cover 
Ga.

Steel  
Panel  
Catalog 
Numberc

Conductive 
Panel
Catalog 
Numberc

Panel Size
D x E  
in. (mm)

Mounting
G x H  
in. (mm)

Overall
L x W  
in. (mm)

F  
in. 
(mm)

J  
in. 
(mm)

N  
in. 
(mm)

T  
in. 
(mm)

V  
in. 
(mm)

Y  
in. 
(mm)

A1412CHNFSSb 14.00 x 12.00 x 6.00  
(356 x 305 x 152)

304 14 16 A14P12 A14P12G 12.75 x 10.88 
(324 x 276)

14.75 x 10.00 
(375 x 254)

15.50 x 12.94 
(394 x 329)

5.50  
(140)

5.62  
(143)

2.38  
(60)

11.00  
(279)

0.25  
(6)

0.62  
(16)

A1412CHNFSS6b 14.00 x 12.00 x 6.00  
(356 x 305 x 152)

316L 14 16 A14P12 A14P12G 12.75 x 10.88 
(324 x 276)

14.75 x 10.00 
(375 x 254)

15.50 x 12.94 
(394 x 329)

5.50  
(140)

5.62  
(143)

2.38  
(60)

11.00  
(279)

0.25  
(6)

0.62  
(16)

A1614CHNFSSb 16.00 x 14.00 x 6.00  
(406 x 356 x 152)

304 14 16 A16P14 A16P14G 14.75 x 12.88 
(375 x 327)

16.75 x 12.00 
(425 x 305)

17.50 x 14.94 
(445 x 379)

5.50  
(140)

5.62  
(143)

2.38  
(60)

13.00  
(330)

0.25  
(6)

0.62  
(16)

A1614CHNFSS6b 16.00 x 14.00 x 6.00  
(406 x 356 x 152)

316L 14 16 A16P14 A16P14G 14.75 x 12.88  
(375 x 327)

16.75 x 12.00 
(425 x 305)

17.50 x 14.94 
(445 x 379)

5.50  
(140)

5.62  
(143)

2.38  
(60)

13.00  
(330)

0.25  
(6)

0.62  
(16)

a UL 508A
b UL 50
c Purchase panels separately. Optional stainless steel, composite, and aluminum panels are available for most sizes.

Clamp Bracket Locations
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Application

Provides unmatched protection for housing electrical components in 
highly corrosive environments. This enclosure is used in indoor and 
outdoor settings that are frequently wet or have constant exposure 
to water, other liquids, or contaminants.

Construction

16 or 14 gauge Type 304 or 316L stainless steel
Seams continuously welded and ground smooth; no holes or 
knockouts 
Seamless foam-in-place gasket assures watertight and dusttight seal
Stainless steel screws and clamps assure watertight seal 
Weldnuts provided for mounting optional panels and terminal 
block kits in size 6.00 x 4.00 in. (152 x 102mm) and larger
Bonding provision on door and body.

Finish

Enclosures are unpainted. Cover and sides of body have smooth #4 
brushed finish. Optional mild steel panels are painted white. Optional 
conductive panels are available.

•
•

•
•
•

•

Industry Standards

UL 50, File No. E27567: Type 3R, 4, 4X, and 12 
UL 508A, File No. E61997: Type 3R, 4, 4X and 12 
NEMA/EEMAC Type 3R, 4, 4X, 12, and 13 
CSA File No. 42184: Type 4, 4X, and 12  
IEC 60529, IP66
Meets Type 3RX requirements

Accessories

See also Accessories chapter.
Corrosion Inhibitors 
Fast Operating Junction Box Clamp 
Panels 
Swing-Out Panel Kit 
Terminal Block Kit Assembly 
Window Kit

Modification Services Program

You can customize this product to your unique requirements by 
specifying from these options:

Enclosure height, width, depth
Holes and cutouts in body, doors, subpanels
Tapped holes in subpanels
Fasteners, mounting channel in enclosure and subpanel
Mounting (adds and deletes)
Doors
Subpanels
Windows
Standard accessories

To order, contact your local Hoffman sales representative.
NOTE: For information about modifications outside the scope of the 
Modification Services program, contact your Hoffman sales representative.

•
•
•
•
•
•
•
•
•

Catalog 
Number

A x B x C 
in. (mm)

Body 
Ga.

Cover 
Ga.

Steel 
Panel 
Catalog  
Numberd

Conductive 
Steel Panel 
Catalog
Numberd

Panel Size
D x E  
in. (mm)

Mounting
G x H  
in. (mm)

Overall  
L x W  
in. (mm)

F  
in. 
(mm)

J 
in. 
(mm)

M  
in. 
(mm)

N  
in. 
(mm)

T  
in. 
(mm)

V  
in. 
(mm)

Y  
in. 
(mm)

A404NFSSa 4.00 x 4.00 x 3.00 
(102 x 102 x 76)

16 16 No Panel No Panel No Panel 4.75 x 2.00 
(121 x 51)

5.50 x 5.38 
(140 x 137)

— 2.56 
(65)

1.38 
(35)

1.38 
(35)

3.00 
(76)

— —

A404NFSS6a,c 4.00 x 4.00 x 3.00  
(102 x 102 x 76)

16 16 No Panel No Panel No Panel 4.75 x 2.00 
(121 x 51)

5.50 x 5.38 
(140 x 137)

— 2.56 
(65)

1.38 
(35)

1.38 
(35)

3.00 
(76)

— —

A6044NFSSa 6.00 x 4.00 x 4.00  
(152 x 102 x 102)

16 16 A6P4 A6P4G 4.88 x 2.88 
(124 x 73)

6.75 x 2.00 
(171 x 51)

7.50 x 5.38 
(191 x 137)

3.50 
(89)

3.56 
(90)

1.38 
(35)

1.38 
(35)

3.00 
(76)

0.31 
(8)

0.56 
(14)

A6044NFSS6a,c 6.00 x 4.00 x 4.00  
(152 x 102 x 102)

16 16 A6P4 A6P4G 4.88 x 2.88 
(124 x 73)

6.75 x 2.00 
(171 x 51)

7.50 x 5.38 
(191 x 137)

3.50 
(89)

3.56 
(90)

1.38 
(35)

1.38 
(35)

3.00 
(76)

0.31 
(8)

0.56 
(14)

A606NFSSb 6.00 x 6.00 x 4.00  
(152 x 152 x 102)

16 16 A6P6 A6P6G 4.88 x 4.88 
(124 x 124)

6.75 x 4.00 
(171 x 102)

7.50 x 7.38 
(191 x 187)

3.50 
(89)

3.56 
(90)

2.38 
(60)

1.38 
(35)

5.00 
(127)

0.31 
(8)

0.56 
(14)

A606NFSS6b,c 6.00 x 6.00 x 4.00  
(152 x 152 x 102)

16 16 A6P6 A6P6G 4.88 x 4.88 
(124 x 124)

6.75 x 4.00 
(171 x 102)

7.50 x 7.38 
(191 x 187)

3.50 
(89)

3.56 
(90)

2.38 
(60)

1.38 
(35)

5.00 
(127)

0.31 
(8)

0.56 
(14)

A8064NFSSb 8.00 x 6.00 x 4.00  
(203 x 152 x 102)

14 16 A8P6 A8P6G 6.75 x 4.88 
(171 x 124)

8.75 x 4.00 
(222 x 102)

9.50 x 7.38 
(241 x 187)

3.50 
(89)

3.56 
(90)

— 1.38 
(35)

5.00 
(127)

0.25 
(6)

0.62 
(16)

A8064NFSS6b,c 8.00 x 6.00 x 4.00  
(203 x 152 x 102)

14 16 A8P6 A8P6G 6.75 x 4.88 
(171 x 124)

8.75 x 4.00 
(222 x 102)

9.50 x 7.38 
(241 x 187)

3.50 
(89)

3.56 
(90)

— 1.38 
(35)

5.00 
(127)

0.25 
(6)

0.62 
(16)

A1008NFSSb 10.00 x 8.00 x 4.00  
(254 x 203 x 102)

14 16 A10P8 A10P8G 8.75 x 6.88 
(222 x 175)

10.75 x 6.00 
(273 x 152)

11.50 x 9.38 
(292 x 238)

3.50 
(89) 

3.56 
(90)

— 1.38 
(35)

7.00 
(178)

0.25 
(6)

0.62 
(16)

A1008NFSS6b,c 10.00 x 8.00 x 4.00  
(254 x 203 x 102)

14 16 A10P8 A10P8G 8.75 x 6.88 
(222 x 175)

10.75 x 6.00 
(273 x 152)

11.50 x 9.38 
(292 x 238)

3.50 
(89)

3.56 
(90)

— 1.38 
(35)

7.00 
(178)

0.25 
(6)

0.62 
(16)

A12106NFSSb 12.00 x 10.00 x 6.00  
(305 x 254 x 152)

14 16 A12P10 A12P10G 10.75 x 8.88 
(273 x 225)

12.75 x 8.00 
(324 x 203)

13.50 x 11.38 
(343 x 289)

5.50 
(140)

5.56 
(141)

— 2.38 
(60)

9.00 
(229)

0.25 
(6)

0.62 
(16)

A12106NFSS6b,c 12.00 x 10.00 x 6.00  
(305 x 254 x 152)

14 16 A12P10 A12P10G 10.75 x 8.88 
(273 x 225)

12.75 x 8.00 
(324 x 203)

13.50 x 11.38 
(343 x 289)

5.50 
(140)

5.56 
(141)

— 2.38 
(60)

9.00 
(229)

0.25 
(6)

0.62 
(16)

Standard Sizes Stainless Steel Clamp Cover Type 4X NFSS Junction Boxes
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Corrosion-Resistant 
Enclosures

Standard Sizes Stainless Steel Clamp Cover Type 4X NFSS Junction Boxes (Cont.)

Catalog 
Number

A x B x C 
in. (mm)

Body 
Ga.

Cover 
Ga.

Steel 
Panel 
Catalog  
Numberd

Conductive 
Steel Panel 
Catalog
Numberd

Panel Size
D x E  
in. (mm)

Mounting
G x H  
in. (mm)

Overall  
L x W  
in. (mm)

F  
in. 
(mm)

J 
in. 
(mm)

M  
in. 
(mm)

N  
in. 
(mm)

T  
in. 
(mm)

V  
in. 
(mm)

Y  
in. 
(mm)

A1412NFSSb 14.00 x 12.00 x 6.00  
(356 x 305 x 152)

14 16 A14P12 A14P12G 12.75 x 10.88 
(324 x 276)

14.75 x 10.00 
(375 x 254)

15.50 x 13.38 
(394 x 340)

5.50 
(140)

5.56 
(141)

— 2.38 
(60)

11.00 
(279)

0.25 
(6)

0.62 
(16)

A1412NFSS6b,c 14.00 x 12.00 x 6.00  
(356 x 305 x 152)

14 16 A14P12 A14P12G 12.75 x 10.88 
(324 x 276)

14.75 x 10.00 
(375 x 254)

15.50 x 13.38 
(394 x 340)

5.50 
(140)

5.56 
(141)

— 2.38 
(60)

11.00 
(279)

0.25 
(6)

0.62 
(16)

A1614NFSSb 16.00 x 14.00 x 6.00  
(406 x 356 x 152)

14 16 A16P14 A16P14G 14.75 x 12.88 
(375 x 327)

16.75 x 12.00 
(425 x 305)

17.50 x 15.38 
(445 x 391)

5.50 
(140)

5.56 
(141)

— 2.38 
(60)

13.00 
(330)

0.25 
(6)

0.62 
(16)

A1614NFSS6b,c 16.00 x 14.00 x 6.00  
(406 x 356 x 152)

14 16 A16P14 A16P14G 14.75 x 12.88 
(375 x 327)

16.75 x 12.00 
(425 x 305)

17.50 x 15.38 
(445 x 391)

5.50 
(140)

5.56 
(141)

— 2.38 
(60)

13.00 
(330)

0.25 
(6)

0.62 
(16)

a UL 508A.
b UL 50.
c “6” at end of catalog number indicates 316L stainless steel
d Purchase panels separately. Optional stainless steel, composite, and aluminum panels are available for most sizes.

Clamp Bracket Locations
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Application

This innovative stainless steel control enclosure has a unique 
door design that does not allow fluid to pool when the enclosure 
is mounted on the ceiling. Water seepage from the door also is 
eliminated. These features help maintain a sanitary environment and 
speed process changeovers. The enclosure is intended for indoor use 
in environments that frequently are wet or have consistent exposure 
to cleaning fluids.

Features

Seamless foam-in-place gasket assures watertight and dusttight seal 
Stainless steel screws assure watertight seal
Weldnuts provided for mounting optional panels and terminal 
block kits

Construction

16 or 14 gauge Type 304 stainless steel
Seams continuously welded and ground smooth

Finish

Door and sides of body have smooth #4 brushed finish. Optional 
stainless steel panels are unpainted. Optional mild steel panels are 
white.

•
•
•

•
•

Industry Standards

UL 508A, File No. E61997: Type 3R, 4, 4X, and 12 
NEMA/EEMAC Type 3R, 4, 4X, and 12 
CSA File No. 42186: Type 3R, 4, 4X, and 12
Meets Type 3RX requirements

Accessories

Corrosion Inhibitors 
Panels (see table) 
Swing-Out Panel Kit 
Terminal Block Kit Assembly

Modification Services Program

You can customize this product to your unique requirements by 
specifying from these options:

Holes and cutouts in body, doors, subpanels
Tapped holes in subpanels 
Fasteners, mounting channel in enclosure and subpanel
Mounting (adds and deletes)
Subpanels
Standard accessories

To order, contact your local Hoffman sales representative.
NOTE: For information about modifications outside the scope of the 
Modification Services program, contact your Hoffman sales representative.

•
•
•
•
•
•
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Corrosion-Resistant 
Enclosures

Order two swivel 
caster kits or one 
swivel caster kit plus 
one stationary caster 
kit. 
Height = 3.72 in. 
(94mm) 
Wheel diameter = 
3.00 in. (76mm)
Load rating each = 
210 lb. (95kg)

Catalog 
Number Description
AC4M6ST Caster kit, stationary (2 casters per kit)
AC4M6SV Caster lit, swivel (2 casters per kit)
CCPK15 Caster plate kit, 15 inch, (2 plates per kit)
CCPK18 Caster plate kit, 18 inch, (2 plates per kit)

Order two swivel caster kits or one swivel caster kit plus one 
stationary caster kit.

Caster Kit

One panel per kit. Two kits required 
if a panel is needed on each side.

Catalog Number
D  
(in.)

D  
(mm)

E  
(in.)

E  
(mm)

G 
(in.)

G  
(mm)

cpc3816 27.15 690 13.65 347 4.33 110
cpc4823 31.57 802 16.65 423 3.54 40

Side Panels
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Application

Designed to hold 30.5mm oiltight pushbuttons, switches, and pilot 
lights. Enclosures provide protection against dirt, dust, oil, and water. 
Extra deep design accommodates additional contact blocks for push 
buttons.

Construction

14 gauge bodies, 16 gauge covers Type 304 or 316L stainless steel
Seams continuously welded and ground smooth
Captivated cover screws thread into sealed wells
Bonding provision on door. Grounding stud on body.
4-way pushbutton holes accept all brands of oiltight pushbuttons, 
switches, and pilot lights
Enclosures 6.00 x 4.00 x 4.75 in. (152 x 102 x 121mm) and larger 
have internal detachable hinge to hold cover open during wiring, 
yet permit immediate removal
Oil-resistant gasket and adhesive

Finish

Stainless steel enclosures are unpainted; cover and sides of body 
have smooth #4 brushed finish.

•
•
•
•
•

•

•

Industry Standards

UL 508A, File Number E61997: Type 4, 4X and 12 
NEMA/EEMAC Type 4X, 12 and 13 
JIC Standard EGP-1-1967 
CSA File Number 42186: Type 4, 4X, and 12 
IEC 60529, IP66

Accessories

Corrosion Inhibitors 
Oil-Tight Hole Seals 
Pedestals 
Tamper Resistant Screws

Standard Sizes Extra-Deep 30.5mm Pushbutton Stainless Steel Enclosures

Catalog Number
A x B x C 
in. (mm)

Stainless 
Steel Type Gauge

Number
of Holes

Mounting
G x H (in.)

Mounting
G x H (mm)

Overall L x W 
(in.)

Overall L x W 
(mm)

T  
(in.)

T  
(mm)

Y  
(in.)

Y  
(mm)

E1PBXSS 4.00 x 4.00 x 4.75  
(102 x 102 x 121)

304 16 1 4.50 x 3.12 114 x 79 5.00 x 4.22 127 x 107 3.75 95 2.11 54

E2PBXSS 6.00 x 4.00 x 4.75  
(152 x 102 x 121)

304 14 2 6.50 x 3.12 165 x 79 7.00 x 4.22 178 x 107 3.75 95 1.98 50

E3PBXSS 8.00 x 4.00 x 4.75  
(203 x 102 x 121)

304 14 3 8.50 x 3.12 216 x 79 9.00 x 4.22 229 x 107 3.75 95 1.86 47

E4PBXSS 10.00 x 4.00 x 4.75  
(254 x 102 x 121)

304 14 4 10.50 x 3.12 267 x 79 11.00 x 4.22 279 x 107 3.75 95 1.73 44

E16PBXSS 11.75 x 10.75 x 4.75  
(298 x 273 x 121)

304 14 16 12.25 x 9.88 311 x 251 12.75 x 10.97 324 x 279 10.50 267 2.61 66

E16PBXSS6 11.75 x 10.75 x 4.75  
(298 x 273 x 121)

316L 14 16 12.25 x 9.88 311 x 251 12.75 x 10.97 324 x 279 10.50 267 2.61 66

 
See Operator Interface chapter for related mild steel 
enclosures.
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Enclosures
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Application

Designed to hold 30.5mm or 22.5mm oiltight pushbuttons, switches, 
and pilot lights. Enclosures provide protection against dirt, dust, oil, 
and water.

Construction

14 gauge bodies, 16 gauge covers Type 304 or Type 316L stainless 
steel
Seams continuously welded and ground smooth
Captivated cover screws thread into sealed wells
Bonding provision on door. Grounding stud on body.
4-way pushbutton holes accept all brands of oiltight pushbuttons, 
switches, and pilot lights 
Enclosures with more than one column of pushbutton holes have 
internal detachable hinge to hold cover open during wiring, yet 
permit immediate removal
Oil-resistant gasket and adhesive

Finish

Stainless steel enclosures are unpainted; cover and sides of body 
have smooth #4 brushed finish.

Industry Standards

UL 508A, File Number E61997: Type 4, 4X, and 12 
NEMA/EEMAC Type 4X, 12, and 13 
JIC Standard EGP-1-1967 
CSA File Number 42186: Type 4, 4X, and Type 12 
IEC 60529, IP66

Accessories

Corrosion Inhibitors 
Oil-Tight Hole Seals 
Pedestals 
Tamper Resistant Screws

•

•
•
•
•

•

•

Standard Sizes 30.5mm and 22.5mm Pushbutton Stainless Steel Enclosures

Catalog 
Number

A x B x C 
in. (mm)

Hole 
Size

Stainless 
Steel Type Gauge

No. of 
Holes

Mounting
G x H (in.)

Mounting
G x H (mm)

Overall  
L x W  
(in.)

Overall  
L x W 
(mm)

J  
(in.)

J  
(mm)

T  
(in.)

T  
(mm)

X  
(in.)

X  
(mm)

Y  
(in.)

Y  
(mm)

E1PBSS 3.50 x 3.25 x 2.75  
(89 x 83 x 70)

30.5mm 304 16 1 4.00 x 2.38 102 x 60 4.50 x 3.47 114 x 88 2.31 59 3.00 76 1.73 47 1.86 47

E1PBSS6 3.50 x 3.25 x 2.75  
(89 x 83 x 70)

30.5mm 316L 16 1 4.00 x 2.38 102 x 60 4.50 x 3.47 114 x 88 2.31 59 3.00 76 1.73 47 1.86 47

E1PBGSS 3.50 x 3.25 x 2.75  
(89 x 83 x 70)

22.5mm 304 16 1 4.00 x 2.38 102 x 60 4.50 x 3.47 114 x 88 2.31 59 3.00 76 1.73 47 1.86 47

E2PBSS 5.75 x 3.25 x 2.75  
(146 x 83 x 70)

30.5mm 304 16 2 6.25 x 2.38 159 x 60 6.75 x 3.47 171 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E2PBSS6 5.75 x 3.25 x 2.75  
(146 x 83 x 70)

30.5mm 316L 16 2 6.25 x 2.38 159 x 60 6.75 x 3.47 171 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E2PBGSS 5.75 x 3.25 x 2.75  
(146 x 83 x 70)

22.5mm 304 16 2 6.25 x 2.38 159 x 60 6.75 x 3.47 171 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E3PBSS 8.00 x 3.25 x 2.75  
(203 x 83 x 70)

30.5mm 304 14 3 8.50 x 2.38 216 x 60 9.00 x 3.47 229 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E3PBSS6 8.00 x 3.25 x 2.75  
(203 x 83 x 70)

30.5mm 316L 14 3 8.50 x 2.38 216 x 60 9.00 x 3.47 229 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E3PBGSS 8.00 x 3.25 x 2.75  
(203 x 83 x 70)

22.5mm 304 14 3 8.50 x 2.38 216 x 60 9.00 x 3.47 229 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E4PBSS 10.25 x 3.25 x 2.75  
(260 x 83 x 70)

30.5mm 304 14 4 10.75 x 2.38 273 x 60 11.25 x 3.47 286 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E4PBSS6 10.25 x 3.25 x 2.75  
(260 x 83 x 70)

30.5mm 316L 14 4 10.75 x 2.38 273 x 60 11.25 x 3.47 286 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E4PBGSS 10.25 x 3.25 x 2.75  
(260 x 83 x 70)

22.5mm 304 14 4 10.75 x 2.38 273 x 60 11.25 x 3.47 286 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E6PBSS 9.50 x 6.25 x 3.00  
(241 x 159 x 76)

30.5mm 304 14 6 10.00 x 5.38 254 x 137 10.50 x 6.47 267 x 164 2.56 65 6.00 152 2.11 54 2.61 66

E6PBSS6 9.50 x 6.25 x 3.00  
(241 x 159 x 76)

30.5mm 316L 14 6 10.00 x 5.38 254 x 137 10.50 x 6.47 267 x 164 2.56 65 6.00 152 2.11 54 2.61 66

E6PBGSS 9.50 x 6.25 x 3.00  
(241 x 159 x 76)

22.5mm 304 14 6 10.00 x 5.38 254 x 137 10.50 x 6.47 267 x 164 2.56 65 6.00 152 2.11 54 2.61 66

See Operator Interface chapter for related mild steel 
enclosures.
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Catalog 
Number

A x B x C 
in. (mm)

Hole 
Size

Stainless 
Steel Type Gauge

No. of 
Holes

Mounting
G x H (in.)

Mounting
G x H (mm)

Overall  
L x W  
(in.)

Overall  
L x W 
(mm)

J  
(in.)

J  
(mm)

T  
(in.)

T  
(mm)

X  
(in.)

X  
(mm)

Y  
(in.)

Y  
(mm)

E9PBSS 9.50 x 8.50 x 3.00  
(241 x 216 x 76)

30.5mm 304 14 9 10.00 x 7.62 254 x 194 10.50 x 8.72 267 x 221 2.56 65 8.25 210 2.11 54 2.61 66

E9PBSS6 9.50 x 8.50 x 3.00  
(241 x 216 x 76)

30.5mm 316L 14 9 10.00 x 7.62 254 x 194 10.50 x 8.72 267 x 221 2.56 65 8.25 210 2.11 54 2.61 66

E9PBGSS 9.50 x 8.50 x 3.00  
(241 x 216 x 76)

22.5mm 304 14 9 10.00 x 7.62 254 x 194 10.50 x 8.72 267 x 221 2.56 65 8.25 210 2.11 54 2.61 66

E12PBSS 11.75 x 8.50 x 3.00  
(298 x 216 x 76)

30.5mm 304 14 12 12.25 x 7.62 311 x 194 12.75 x 8.72 324 x 221 2.56 65 8.25 210 2.11 54 2.61 66

E12PBSS6 11.75 x 8.50 x 3.00  
(298 x 216 x 76)

30.5mm 316L 14 12 12.25 x 7.62 311 x 194 12.75 x 8.72 324 x 221 2.56 65 8.25 210 2.11 54 2.61 66

E12PBGSS 11.75 x 8.50 x 3.00  
(298 x 216 x 76)

22.5mm 304 14 12 12.25 x 7.62 311 x 194 12.75 x 8.72 324 x 221 2.56 65 8.25 210 2.11 54 2.61 66

Standard Sizes 30.5mm and 22.5mm Pushbutton Stainless Steel Enclosures (Cont.)
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Application

Designed to hold 22.5mm oiltight pushbuttons, switches, and pilot 
lights. Enclosures provide protection against dust, dirt, oil, and water. 
Stainless steel enclosures also afford a high degree of protection in 
areas that may be regularly hosed down or are otherwise exposed to 
wet conditions.

Construction

Type 304, 16 or 14 gauge stainless steel enclosures
Seams continuously welded and ground smooth
Captivated stainless steel cover screws thread into sealed wells
Enclosures 8.50 x 4.00 x 4.75 in. (216 x 102 x 121mm) and larger 
have internal detachable hinge to hold cover open during wiring, 
yet permit immediate removal 
Bonding provision on door. Grounding stud on body.
Oil-resistant gasket provides an effective seal

Finish

Enclosures are unpainted; covers and sides of body have a smooth #4 
brushed finish.

Industry Standards

UL 508A, File Number E61997: Type 4, 4X, and 12 
NEMA/EEMAC Type 4X, 12, and 13 
CSA File Number 42186: Type 4, 4X, and 12 
IEC 60529, IP66

Accessories

Oil-Tight Hole Seals 
Pedestals 
Tamper Resistant Screws

•
•
•
•

•
•

Standard Sizes 22.5mm Pushbutton Stainless Steel Enclosures

Catalog 
Number Gauge Holes

A x B x C  
in. (mm)

Mounting
G x H (in.)

Mounting
G x H (mm)

Overall  
L x W (in.)

Overall 
L x W (mm)

F 
(in.)

F  
(mm)

K 
(in.)

K  
(mm)

M  
(in.)

M  
(mm)

T 
(in.)

T 
(mm)

V  
(in.)

V  
(mm)

Y 
(in.)

Y  
(mm)

E1PBGXSS 16 1 4.00 x 4.00 x 4.75
(102 x 102 x 121)

4.50 x 3.13 114 x 80 5.00 x 4.22 127 x 107 3.75 95 2.00 51 4.22 85 3.34 85 5.00 127 — —

E2PBGXSS 14 2 6.00 x 4.00 x 4.75
(152 x 102 x 121)

6.50 x 3.13 165 x 80 7.00 x 4.22 178 x 107 3.75 95 4.00 102 6.22 158 3.34 85 5.00 127 1.98 50

E3PBGXSS 14 3 8.00 x 4.00 x 4.75
(203 x 102 x 121)

8.50 x 3.13 216 x 80 9.00 x 4.22 229 x 107 3.75 95 6.00 152 8.22 209 3.34 85 5.00 127 1.86 47

E4PBGXSS 14 4 10.00 x 4.00 x 4.75
(254 x 102 x 121)

10.50 x 3.13 267 x 80 11.00 x 4.22 270 x 107 3.75 95 8.00 203 10.22 260 3.34 85 5.00 127 1.73 44
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