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Accessories, Disconnect Enclosure DS-60

Allen-Bradley Disconnects, Enclosures for, 
Type 12 and Type 13

DS-6

External Disconnect Enclosure Packages, SEQUESTR™ DS-29

External Disconnect Enclosure, SEQUESTR™ DS-28

Flange-Mounted Disconnects, Enclosures for, Heavy-Duty 
Free-Standing Type 12

DS-40

Flange-Mounted Disconnects, Enclosures for, Modular  
Type 12 

DS-52

Flange-Mounted Disconnects, Enclosures for, Two-Door 
Type 12

DS-34

Flange-Mounted Disconnects, Enclosures for, Type 12 and 
Type 13

DS-2

Flange-Mounted Disconnects, Enclosures for, Type 4 and 
Type 12

DS-16

Free-Standing Enclosure, Type 1 Large Disconnect DS-30

Low-Profile Enclosures, Disconnect, Type 12 DS-20

Modular Enclosures, PROLINE-DD DS-62

Sloped-Top Disconnect Enclosures, CONCEPT® DS-14

Wall-Mount Disconnect Enclosures, CONCEPT® DS-10

index

The convergence of technology, communications, and 
best-practice manufacturing techniques is reshaping 
the industry. Hoffman continues to adapt disconnect 
enclosures to help you take advantage of the most 
efficient manufacturing methodologies. From wall-
mounted to heavy-duty free-standing, select from a wide 
variety of disconnect enclosures to meet your needs. 
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Application

Designed to house the following:

Allen-Bradley

Bulletin 1494V disconnect switches with •	
flange-mounted variable-depth operating 
mechanisms and Bulletin 1494V flange-
mounted variable-depth operating 
mechanisms for circuit breakers 
Bulletin 140U flexible cable operating •	
mechanisms for 140U molded case circuit 
breakers
Bulletin 1494C cable-operated disconnect •	
switches with flange-mounted handles
Bulletin 194RC cable-operated flange-•	
mounted handles for use with the NFPA 
79 compliant 194R IEC rotary disconnect 
switches

Allen-Bradley Bulletin 1494V-R1, -R2, and -W2 
operating handles and Allen-Bradley Bulletin 
1494F disconnect devices or Bulletin 1494D circuit 
breaker operators will NOT fit these enclosures.

ABB Controls flange-mounted variable-
depth operating mechanisms for disconnect 
switches and circuit breakers. Also the cable 
version for circuit breakers.

Eaton Cutler-Hammer Type C361 
flange-mounted variable-depth operating 
mechanisms with disconnect switches and 
Type C371 flange-mounted variable-depth 
operating mechanisms for circuit breakers.

General Electric Type STDA flange 
handles and variable-depth operating 
mechanisms for disconnect switches and 
circuit breakers. Also Spectra Flex™ cable 
operators for circuit breakers.

Siemens ITE Max-Flex™ flange-mounted 
variable-depth operating handles for circuit 
breakers.

Schneider Square D® Class 9422 
disconnect switches with flange-mounted 
variable-depth operating mechanisms 
or cable mechanisms and Class 9422 
flange-mounted variable-depth operating 
mechanisms or cable mechanisms for circuit 
breakers.

Bulletin A19 enclosures will NOT accept Square D 
Class 9422 bracket-mounted disconnect devices, 
9422TG1, or TG2 devices. 

Features

Includes latch pivot post(s) and cover •	
interlock bracket welded to door, cover 
latch bar for door, and instructions for 
installing disconnects
Models ending with PL include handle and •	
latching hardware

Construction

14 gauge steel•	
Seams continuously welded and ground •	
smooth
Bonding provision on door•	
External mounting brackets•	
Return flange around all sides of enclosure •	
opening excludes liquids and contaminants
Removable door with continuous hinge•	
Data pocket is high impact thermoplastic•	
Oil-resistant gasket•	
Collar studs for mounting optional panels•	
Holes in body and door for mounting •	
operating handle, operating mechanism, 
and door closing mechanism
Enclosures available with or without •	
padlocking, defeater handle and latching 
system

Finish

White inside with ANSI 61 gray outside 
finish over phosphatized surfaces. Optional 
panels have white or conductive finish.

Industry Standards

UL 508A, File No. E61997: Type 12, 13 
NEMA/EEMAC Type 12, 13 
JIC standard EGP-1-1967 
CSA File No. 42186: Type 12  
IEC 60529, IP65

Accessories

See also Accessories chapter.
Blank Adapter Plate 
Blower Package 
Corrosion Inhibitors 
Electric Heater 
Fan Cooling Products 
Handle Kit 
Lighting Kit 
Panel Support Kits 
Panels 
Touch-Up Paint (ATPHS61) 
Window Kit 
Floor Stand Kits

Furnished with Enclosures

Latch pivot post(s) and cover interlock 1.	
bracket welded to door

Cover latch bar for door hardware2.	

Handle and latching hardware on models 3.	
ending with “PL”

Instructions to locate and install 4.	
disconnects

Ordering

Depending on model, order as follows:
PL models:

Disconnect switch or circuit breakers•	
All other models:

Disconnect switch or circuit breakers•	
ASAHPDF Handle Kit  •	
—or—
Operating handle, •	
Operating mechanism, and•	
Door hardware•	

See Technical Information in the Hoffman 
Specifier’s Guide for wire bend space available 
when various manufacturers’ disconnect switches 
are installed, or Disconnect Ordering Information 
at hoffmanonline.com for disconnect ordering 
guidelines and wire bend space available. Check 
the enclosure dimension drawings to verify the 
chosen disconnect switch will fit in the enclosure.

Modification Services Program

You can customize this product to your 
unique requirements by specifying from 
these options:

Enclosure height, width, depth•	
Over 100 standard finish colors and •	
textures
Holes and cutouts in body, doors, •	
subpanels
Tapped holes, fasteners in enclosure or •	
subpanel
Mounting•	
Doors•	
Environmental control (louvers, fans, •	
filters)
Windows•	
Standard accessories•	

To order, contact your local Hoffman sales 
representative.
NOTE: For information about modifications outside 
the scope of the Modification Services program, 
contact your Hoffman sales representative.

a	 Purchase panels separately. 
b	Catalog number A60SA3812A24LP enclosure will receive  
	 only 400 amp and 600 amp Allen-Bradley Bulletin 1494V  
	 disconnect switches, and Siemens ITE 800 amp and  
	 1200 amp circuit breakers. The 400 amp and 600 amp  
	 Allen-Bradley disconnect switch will not fit any other size  
	 enclosure from the Bulleting A25 family. Blank Adapter  
	 Plates will not fit catalog number A60SA3812A24LP.

c	 Enclosures 12 inches and 16 inches deep can be modified  
	 to accept Siemens ITE 800 amp and 1200 amp circuit  
	 breakers. (When using a Siemens ITE circuit breaker  
	 and an enclosure with an A dimension of 30-, 36-, or  
	 42-inches, verify the amount of wire bend space required  
	 for both the line and load sides.) Consult factory for  
	 details.

d	Enclosure includes zinc diecast padlocking defeater  
	 handle and all latching hardware. Keylocking and pad 
	 locking only handles are available as a custom order.

Rev. C  1/08
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Standard Sizes Type 12 and Type 13 Enclosures for Flange-Mounted Disconnects

Enclosure
Catalog Number

Enclosure with 
Handle Catalog 
Numberd

A x B x C 
in. (mm)

Panel Catalog 
Numbera

Conductive Panel 
Catalog Numbera

Panel Size
D x E Data Pocket

Data Pocket 
Size
(in.)

Data Pocket 
Size
(mm)

A20SA2208LP A20SA2208LPPL 20.00 x 21.38 x 8.00  
(508 x 543 x 203)

A20P20 A20P20G 17.00 x 17.00
(432 x 432)

Small 6.00 x 6.00 152 x 152

A24SA2208LP A24SA2208LPPL 24.00 x 21.38 x 8.00  
(610 x 543 x 203)

A24P20 A24P20G 21.00 x 17.00
(533 x 432)

Small 6.00 x 6.00 152 x 152

A24SA2608LP A24SA2608LPPL 24.00 x 25.38 x 8.00  
(610 x 645 x 203)

A24P24 A24P24G 21.00 x 21.00
(533 x 533)

Small 6.00 x 6.00 152 x 152

A30SA2208LP A30SA2208LPPL 30.00 x 21.38 x 8.00  
(762 x 543 x 203)

A30P20 A30P20G 27.00 x 17.00
(686 x 432)

Small 6.00 x 6.00 152 x 152

A30SA2608LP A30SA2608LPPL 30.00 x 25.38 x 8.00  
(762 x 645 x 203)

A30P24 A30P24G 27.00 x 21.00
(686 x 533)

Large 12.00 x 12.00 305 x 305

A36SA2608LP A36SA2608LPPL 36.00 x 25.38 x 8.00  
(914 x 645 x 203)

A36P24 A36P24G 33.00 x 21.00
(838 x 533)

Large 12.00 x 12.00 305 x 305

A36SA3208LP A36SA3208LPPL 36.00 x 31.38 x 8.00  
(914 x 797 x 203)

A36P30 A36P30G 33.00 x 27.00
(838 x 686)

Large 12.00 x 12.00 305 x 305

A42SA3208LP A42SA3208LPPL 42.00 x 31.38 x 8.00  
(1067 x 810 x 203)

A42P30 A42P30G 39.00 x 27.00
(991 x 686)

Small 6.00 x 6.00 152 x 152

A42SA3808LP A42SA3808LPPL 42.00 x 37.38 x 8.00  
(1067 x 949 x 203)

A42P36 A42P36G 39.00 x 33.00
(991 x 838)

Large 12.00 x 12.00 305 x 305

A48SA3808LP A48SA3808LPPL 48.00 x 37.38 x 8.00  
(1219 x 949 x 203)

A48P36 A48P36G 45.00 x 33.00
(1143 x 838)

Large 12.00 x 12.00 305 x 305

A60SA3808LP A60SA3808LPPL 60.00 x 37.38 x 8.00  
(1524 x 949 x 203)

A60P36 A60P36G 57.00 x 33.00
(1448 x 838)

Large 12.00 x 12.00 305 x 305

A20SA2210LP A20SA2210LPPL 20.00 x 21.38 x 10.00  
(508 x 543 x 254)

A20P20 A20P20G 17.00 x 17.00
(432 x 432)

Small 6.00 x 6.00 152 x 152

A24SA2210LP A24SA2210LPPL 24.00 x 21.38 x 10.00  
(610 x 543 x 254)

A24P20 A24P20G 21.00 x 17.00
(533 x 432)

Small 6.00 x 6.00 152 x 152

A24SA2610LP A24SA2610LPPL 24.00 x 25.38 x 10.00  
(610 x 645 x 254)

A24P24 A24P24G 21.00 x 21.00
(533 x 533)

Small 6.00 x 6.00 152 x 152

A30SA2210LP A30SA2210LPPL 30.00 x 21.38 x 10.00  
(762 x 543 x 254)

A30P20 A30P20G 27.00 x 17.00
(686 x 432)

Small 6.00 x 6.00 152 x 152

A30SA2610LP A30SA2610LPPL 30.00 x 25.38 x 10.00  
(762 x 645 x 254)

A30P24 A30P24G 27.00 x 21.00
(686 x 533)

Large 12.00 x 12.00 305 x 305

A36SA2610LP A36SA2610LPPL 36.00 x 25.38 x 10.00  
(914 x 645 x 254)

A36P24 A36P24G 33.00 x 21.00
(838 x 533)

Large 12.00 x 12.00 305 x 305

A36SA3210LP A36SA2610LPPL 36.00 x 31.38 x 10.00  
(914 x 797 x 254)

A36P30 A36P30G 33.00 x 27.00
(838 x 686)

Large 12.00 x 12.00 305 x 305

A42SA3210LP A42SA3210LPPL 42.00 x 31.38 x 10.00  
(1067 x 797 x 254)

A42P30 A42P30G 39.00 x 27.00
(991 x 686)

Small 6 x 6 152 x 152

A42SA3810LP A42SA3810LPPL 42.00 x 37.38 x 10.00  
(1067 x 949 x 254)

A42P36 A42P36G 39.00 x 33.00
(991 x 838)

Large 12.00 x 12.00 305 x 305

— A48SA2610LPPL 48.00 x 25.38 x 10.00  
(1219 x 645 x 254)

A48P24 A48P24G 45.00 x 21.00
(1143 x 533)

Large 12.00 x 12.00 305 x 305

A48SA3810LP A48SA3810LPPL 48.00 x 37.38 x 10.00  
(1219 x 949 x 254)

A48P36 A48P24G 45.00 x 33.00
(1143 x 838)

Large 12.00 x 12.00 305 x 305

A60SA3810LP A60SA3810LPPL 60.00 x 37.38 x 10.00  
(1524 x 949 x 254)

A60P36 A60P36G 57.00 x 33.00
(1448 x 838)

Large 12.00 x 12.00 305 x 305

A30SA2612LPc A30SA2612LPPLc 30.00 x 25.38 x 12.00  
(762 x 645 x 305)

A30P24 A30P24G 27.00 x 21.00
(686 x 533)

Large 12.00 x 12.00 305 x 305

A36SA3212LPc A36SA3212LPPLc 36.00 x 31.38 x 12.00  
(914 x 797 x 305)

A36P30 A36P30G 33.00 x 27.00
(838 x 686)

Large 12.00 x 12.00 305 x 305

A42SA3212LPc A42SA3212LPPLc 42.00 x 31.38 x 12.00  
(1067 x 797 x 305)

A42P30 A42P30G 39.00 x 27.00
(991 x 686)

Small 6.00 x 6.00 152 x 152

A42SA3812LPc A42SA3812LPPLc 42.00 x 37.38 x 12.00  
(1067 x 949 x 305)

A42P36 A42P36G 39.00 x 33.00
(991 x 838)

Large 12.00 x 12.00 305 x 305

A48SA3812LPc A48SA3812LPPLc 48.00 x 37.38 x 12.00  
(1219 x 949 x 305)

A48P36 A48P36G 45.00 x 33.00
(1143 x 838)

Large 12.00 x 12.00 305 x 305

A60SA3812LPc A60SA3812LPPLc 60.00 x 37.38 x 12.00  
(1524 x 949 x 305)

A60P36 A60P36G 57.00 x 33.00
(1448 x 838)

Large 12.00 x 12.00 305 x 305

A60SA3812A24LPb — 60.00 x 37.38 x 12.00  
(1524 x 949 x 305)

A60P36 A60P36G 57.00 x 33.00
(1448 x 838)

Large 12.00 x 12.00 305 x 305

A36SA3216LPc A36SA3216LPPLc 36.00 x 31.38 x 16.00  
(914 x 797 x 406)

A36P30 A36P30G 33.00 x 27.00
(838 x 686)

Large 12.00 x 12.00 305 x 305

— A42SA3216LPPLc 42.00 x 31.38 x 16.00  
(1067 x 797 x 406)

A42P30 A42P30G 39.00 x 27.00
(991 x 686)

Small 6.00 x 6.00 152 x 152

— A42SA3816LPPLc 42.00 x 37.38 x 16.00  
(1067 x 949 x 406)

A42P36 A42P36G 39.00 x 33.00
(991 x 838)

Large 12.00 x 12.00 305 x 305

A48SA3816LPc A48SA3816LPPLc 48.00 x 37.38 x 16.00  
(1219 x 949 x 406)

A48P36 A48P36G 45.00 x 33.00
(1143 x 838)

Large 12.00 x 12.00 305 x 305

A60SA3816LPc A60SA3816LPPLc 60.00 x 37.38 x 16.00  
(1524 x 949 x 406)

A60P36 A60P36G 57.00 x 33.00
(1448 x 838)

Large 12.00 x 12.00 305 x 305

a,b,c,d See preceding page for footnotes.

Rev. A  1/08
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1. Panels have flanges along two sides when the side dimension is more than 21.00 
inches (533mm). Panels A24P20 and A24P24 have flanges on all four sides.
2. Catalog number A60SA3812A24LP has a larger cutout in the enclosure flange 
to accommodate the Allen-Bradley I494V-H2 and Siemens ITE FHOHN operating 
handles.
3. Panels are 12 gauge steel.
4. Enclosures with A<40.00 (1016) require 2-point door hardware. 

The following table is reproducted with permis-
sion from NFPA 2002-70, National Electrical Code, 
copyright 2005, National Fire Protection Association, 
Quincy, MA 02269. This reprinted material is not the 
complete and official position of the NFPA on the 
referenced subject which is represented only by the 
standard in its entirety.

Table 430.10(B). Minimum Wire Bending Space 
at the Terminals of Enclosed Motor Controllers

Size of Wire 
awg or kcmil

*Wires per Terminal

1 2

mm in. mm in.

14-10 Not specified — —

8-6 30 1½ — —

4-3 50 2 — —

2 65 2½ — —

1 75 3 — —

1/0 125 5 125 5

2/0 150 6 150 6

3/0-4/0 175 7 175 7

250 200 8 200 8

300 250 10 250 10

350-500 300 12 300 12

600-700 350 14 400 16

750-900 450 18 475 19

*Where provision for 3 or more wires per terminal exists 
the minimum wire bending space shall be in accordance 
with the requirements of Article 312.

NOTE:
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A25 Handle Kit

Kit is factory installed on A25 disconnect 
enclosures ending in PL. Order separately for 
other A25 disconnect enclosures. The kit includes 
a zinc diecast padlocking defeater handle and all 
latching hardware. Keylocking and padlocking only 
handles are available as a custom order.

Disconnect Mounting Space

Disconnects will occupy space on panel shown by 
dimensions E1, F1, and G1 in Disconnect Mounting 
Space diagram. Wiring space W1 is available when 
disconnect is installed in the enclosure.
E1 = 4.75 in. (121mm) when C = 8.00 in. (203mm)
E1 = 7.09 in. (180mm) when C =10.00 in. (254mm)
E1 = 11.62 in. (294mm) when C = 12.00 in. (305mm)
E1 = 11.62 in. (294mm) when C = 16.00 in. (406mm)
E1 = 18.38 in. (467mm) for A60SA3812A24LP
W1 = Wiring Space. See Technical information for 
wire bend space.

Refer to NATIONAL ELECTRICAL CODE® 
2005 article 430.10(B) for wiring space required for 
line side conductors to be connected to disconnect. 
Verify your application to determine if wiring 
space is adequate.

Catalog Number Description

ASAHPDF A25 Handle Kit
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Wall-Mount 
Disconnect Enclosures

Application

Designed to house Allen-Bradley Bulletin 1494F fixed-depth flange-
mounted disconnect switches and Bulletin 1494D fixed-depth flange-
mounted operators for circuit breakers. Provide protection from 
dust, dirt, oil and water.
Enclosures with an A dimension under 40.00 inches require a 2-point 
door closing mechanism. Enclosures with an A dimension of 40.00 
inches or more require 3-point door hardware. Exception: Enclosure 
catalog numbers A48AB3812A2LP and A60AB3812A2LP require 
3-point door hardware.

Construction

14 gauge steel•	
Seams continuously welded and ground smooth•	
External mounting brackets•	
Return flange around all sides of enclosure opening excludes liquids •	
and contaminants
Removable door with continuous hinge•	
Oil-resistant door gasket •	
Collar studs provided for mounting optional panels•	
Holes provided in body and door for mounting disconnect switch, •	
operating mechanism, and door hardware
Data pocket is high impact thermoplastic•	
Guide bracket(s) and door catch welded to door•	
Includes locking bar(s) for door hardware, spacers and screws •	
to support disconnect panel, and instructions for installing 
disconnects

Finish

White inside with ANSI 61 gray outside finish over phosphatized 
surfaces. Optional panels have white or conductive finish.

Industry Standards

UL 508A, File No. E61997: Type 12, 13 
NEMA/EEMAC Type 12, 13 
JIC standard EGP-1-1967 
CSA File No. 42186: Type 12  
IEC 60529, IP65

Accessories
See General Accessories section.
Blank Adapter Plate 
Blower Package 
Corrosion Inhibitors 
Electric Heater 
Fan Cooling Products 
Floor Stand Kit 
Lighting Kit 
Panel Support Kit 
Panels  
Touch-Up Paint (ATPHS61) 
Window Kit

Furnished with Enclosures

Guide bracket(s) and door catch welded to door1.	
Locking bar(s) for door hardware2.	
Spacers and screws to support disconnect to panel3.	
Instructions to locate and install disconnects4.	

Ordering

The disconnect switch, operating handle, and operating mechanism 
must be ordered separately. See Technical Information in the 
Hoffman Specifier’s Guide for wire bend space available when various 
manufacturers’ disconnect switches are installed, or Disconnect 
Ordering Information at hoffmanonline.com for disconnect ordering 
guidelines and wire bend space available. Check the enclosure 
dimension drawings to verify the chosen disconnect switch will fit in 
the enclosure.

Rev. A  1/08
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Disconnect Enclosures

Standard Sizes Type 12 and 13 Enclosures for Allen-Bradley Fixed-Depth Flange-Mounged Disconnects

Catalog Number
A x B x C 
in. (mm)

Panel Catalog 
Numberb

Conductive Panel 
Catalog Numberb

Panel Size D x E
(in.)

Panel Size D x E 
(mm)

Data 
Pocket

Data Pocket Size 
(in.)

Data Pocket Size 
(mm)

A20AB2208LP 20.00 x 21.38 x 8.00  
(508 x 543 x 203)

A20P20 A20P20G 17.00 x 17.00 432 x 432 Small 6.00 x 6.00 152 x 152

A24AB2208LP 24.00 x 21.38 x 8.00  
(610 x 543 x 203)

A24P20 A24P20G 21.00 x 17.00 533 x 432 Small 6.00 x 6.00 152 x 152

A24AB2608LP 24.00 x 25.38 x 8.00  
(610 x 645 x 203)

A24P24 A24P24G 21.00 x 21.00 533 x 533 Small 6.00 x 6.00 152 x 152

A30AB2208LP 30.00 x 21.38 x 8.00  
(762 x 543 x 203)

A30P20 A30P20G 27.00 x 17.00 686 x 432 Small 6.00 x 6.00 152 x 152

A30AB2608LP 30.00 x 25.38 x 8.00  
(762 x 645 x 203)

A30P24 A30P24G 27.00 x 21.00 686 x 533 Large 12.00 x 12.00 305 x 305

A36AB2608LP 36.00 x 25.38 x 8.00  
(914 x 645 x 203)

A36P24 A36P24G 33.00 x 21.00 838 x 533 Large 12.00 x 12.00 305 x 305

A36AB3208LP 36.00 x 31.38 x 8.00  
(914 x 797 x 203)

A36P30 A36P30G 33.00 x 27.00 838 x 686 Large 12.00 x 12.00 305 x 305

A42AB3208LP 42.00 x 31.38 x 8.00  
(1067 x 797 x 203)

A42P30 A42P30G 39.00 x 27.00 991 x 686 Small 6.00 x 6.00 152 x 152

A42AB3808LP 42.00 x 37.38 x 8.00  
(1067 x 949 x 203)

A42P36 A42P36G 39.00 x 33.00 991 x 838 Large 12.00 x 12.00 305 x 305

A48AB3808LP 48.00 x 37.38 x 8.00  
(1219 x 949 x 203)

A48P36 A48P36G 45.00 x 33.00 1143 x 838 Large 12.00 x 12.00 305 x 305

A24AB2210LP 24.00 x 21.38 x 10.00  
(610 x 543 x 254)

A24P20 A24P20G 21.00 x 17.00 533 x 432 Small 6.00 x 6.00 152 x 152

A24AB2610LP 24.00 x 25.38 x 10.00  
(610 x 645 x 254)

A24P24 A24P24G 21.00 x 21.00 533 x 533 Small 6.00 x 6.00 152 x 152

A30AB2210LP 30.00 x 21.38 x 10.00  
(762 x 543 x 254)

A30P20 A30P20G 27.00 x 17.00 686 x 432 Small 6.00 x 6.00 152 x 152

A30AB2610LP 30.00 x 25.38 x 10.00  
(762 x 645 x 254)

A30P24 A30P24G 27.00 x 21.00 686 x 533 Large 12.00 x 12.00 305 x 305

A36AB2610LP 36.00 x 25.38 x 10.00  
(914 x 645 x 254)

A36P24 A36P24G 33.00 x 21.00 838 x 533 Large 12.00 x 12.00 305 x 305

A36AB3210LP 36.00 x 31.38 x 10.00  
(914 x 797 x 254)

A36P30 A36P30G 33.00 x 27.00 838 x 686 Large 12.00 x 12.00 305 x 305

A42AB3210LP 42.00 x 31.38 x 10.00  
(1067 x 797 x 254)

A42P30 A42P30G 39.00 x 27.00 991 x 686 Small 6.00 x 6.00 152 x 152

A42AB3810LP 42.00 x 37.38 x 10.00  
(1067 x 949 x 254)

A42P36 A42P36G 39.00 x 33.00 991 x 838 Large 12.00 x 12.00 305 x 305

A48AB3810LP 48.00 x 37.38 x 10.00  
(1219 x 949 x 254)

A48P36 A48P36G 45.00 x 33.00 1143 x 838 Large 12.00 x 12.00 305 x 305

A60AB3810LP 60.00 x 37.38 x 10.00  
(1524 x 949 x 254)

A60P36 A60P36G 57.00 x 33.00 1448 x 838 Large 12.00 x 12.00 305 x 305

A36AB3212LP 36.00 x 31.38 x 12.00  
(914 x 797 x 305)

A36P30 A36P30G 33.00 x 27.00 838 x 686 Large 12.00 x 12.00 305 x 305

A42AB3212LP 42.00 x 31.38 x 12.00  
(1067 x 797 x 305)

A42P30 A42P30G 39.00 x 27.00 991 x 686 Small 6.00 x 6.00 152 x 152

A42AB3812LP 42.00 x 37.38 x 12.00  
(1067 x 949 x 305)

A42P36 A42P36G 39.00 x 33.00 991 x 838 Large 12.00 x 12.00 305 x 305

A48AB3812LP 48.00 x 37.38 x 12.00  
(1219 x 949 x 305)

A48P36 A48P36G 45.00 x 33.00 1143 x 838 Large 12.00 x 12.00 305 x 305

A60AB3812LP 60.00 x 37.38 x 12.00  
(1524 x 949 x 305)

A60P36 A60P36G 57.00 x 33.00 1448 x 838 Large 12.00 x 12.00 305 x 305

A48AB3816LP 48.00 x 37.38 x 16.00  
(1219 x 949 x 406)

A48P36 A48P36G 45.00 x 33.00 1143 x 838 Large 12.00 x 12.00 305 x 305

A60AB3816LP 60.00 x 37.38 x 16.00  
(1524 x 949 x 406)

A60P36 A60P36G 57.00 x 33.00 1448 x 838 Large 12.00 x 12.00 305 x 305

A48AB3812A2LPa 48.00 x 37.5 x 12.00  
(1219 x 953 x 305)

A48P36 A48P36G 45.00 x 33.00 1143 x 838 Large 12.00 x 12.00 305 x 305

A60AB3812A2LPa 60.00 x 37.5 x 12.00  
(1524 x 953 x 305)

A60P36 A60P36G 57.00 x 33.00 1448 x 838 Large 12.00 x 12.00 305 x 305

a Suitable for 200 amp disconnect switches and 1494FL4 door hardware only. Blank adapter plate A22BAP will not fit on these enclosures.
b Purchase panels separately.
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Disconnect Mounting Space

Disconnects will occupy space on panel 
shown by dimensions E1, F1, G1, and 
K1. Wiring space W1 is available when 
disconnect is installed in the enclosure. 

See Technical Information section for E1 
Spacing by Enclosure Height for various 
disconnect switch manufacturers.

W1 = Wiring Space See Technical 
Information section for wire bend space.

Refer to NATIONAL ELECTRICAL 
CODE®, 2005 article 430-10(b) for wiring 
space required for line side conductors to 
be connected to disconnect. Verify your 
application to determine whether 
wiring space is adequate.

NOTE: Consult Space Occupied by Disconnect 
drawing to determine whether the disconnect 
device you are using will fit the enclosure size you 
have selected.

All 24.12-inch (613mm) and deeper 
enclosures using short connecting rods 
in the following models require a Hoffman 
platform assembly, catalog number 
ADSCLPA, purchased separately. 

ABB Controls flange-operated devices 
Eaton Cutler-Hammer C361 devices 
Eaton Cutler-Hammer C371 mechanisms 
which use C371E, F, G, K operating 
mechanism (see footnote below) 
General Electric Type TDA devices (see 
footnote below) 
Schneider Square D® Class 9422 devices 
(see footnote below)

The platform assembly can be omitted if 
long connecting rods are ordered in place of 
short connecting rods. 

For Eaton Cutler-Hammer operating 
mechanisms C371E and C371F order 
catalog number C371CS1 connecting 
rod. For C371G and C371K order catalog 
number C371CS2 connecting rod. 
For General Electric devices, order 
catalog number TDSR extended length 
drive rod 
For Schneider Square D devices, order 
catalog number 9422-R2 extra long 
operating rod(s). Some devices require 
two rods. 

•
•
•

•

•

•

•

•
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Application

Designed to house the following flange-
mounted disconnect switches and circuit 
breakers:

Allen-Bradley
Bulletin 1494F flange-mounted disconnect •	
switches and Bulletin 1494D flange-
mounted operators for circuit breakers. 
Bulletin 1494V disconnect switches with •	
flange-mounted variable-depth operating 
mechanisms and Bulletin 1494V flange-
mounted variable-depth operating 
mechanisms for circuit breakers 
Bulletin 140U flexible cable operating •	
mechanisms for 140U molded case circuit 
breakers
Bulletin 1494C cable-operated disconnect •	
switches with flange-mounted handles
Bulletin 194RC cable-operated flange-•	
mounted handles for use with the NFPA 
79 compliant 194R IEC rotary disconnect 
switches

Allen-Bradley Bulletin 1494V-R1, -R2, and -W2 
operating handles and Allen-Bradley Bulletin 
1494F disconnect devices or Bulletin 1494D circuit 
breaker operators will NOT fit these enclosures.

ABB Controls flange-mounted variable-
depth operating mechanisms for disconnect 
switches and circuit breakers. Also the cable 
version for circuit breakers.

Eaton Cutler-Hammer Type C361 
disconnect switches and operator 
mechanisms. Cutler-Hammer Type C371 
circuit breaker operating mechanisms. Also 
Type SM safety handle mechanisms and 
Flex Shaft™ handle operators for circuit 
breakers.

General Electric Type STDA flange 
handles and variable-depth operating 
mechanisms for disconnect switches and 
circuit breakers. Also Spectra Flex™ cable 

operators for circuit breakers.

Siemens ITE Max-Flex™ flange-mounted 
variable-depth operating handles for 
disconnect switches and circuit breakers.

Schneider Square D® disconnect 
switches and circuit breakers used with 
Class 9422 flange-mounted variable-depth 
operating mechanisms or cable mechanisms. 
These enclosures will NOT accept Class 9422 
bracket-mounted disconnect devices or Class 
9422TG1 or TG2 devices.

Disconnect Enclosures with 
Universal Cutout

Universal cutout requires an operator 
adapter for the brand and type of disconnect 
being used. See Disconnect Enclosure 
Accessories to select the operator adapter.

Construction

10 gauge steel•	
Seams continuously welded and ground •	
smooth
Body stiffeners in larger enclosures for •	
extra rigidity
Body flange trough excludes liquids and •	
contaminants
Heavy-duty lifting eyes anchor into •	
reinforced top
Removable centerposts permit easy panel •	
installation
Heavy gauge continuous hinges•	
Heavy-duty 3-point latching mechanism •	
operated by patented padlocking handle 
on all doors
Ends of latch rods have rollers for easier •	
door closing
Panel supports•	
Data pocket is high-impact thermoplastic•	
Oil-resistant gasket •	

FTC models include removable 10 gauge •	
steel panels which mount on collar studs
Master door is far right-hand door on all •	
enclosures
Defeater on master door requires a •	
screwdriver to open
Mechanical interlock activated by master •	
door prevents slave doors from being 
opened first. Doors can be closed in any 
order.
Universal cutout on right flange provides •	
mounting for most disconnect operators 
by using operator adapters
Models available with panel included or •	
panel sold separately
Includes door hardware•	

Finish

White inside with ANSI 61 gray outside 
finish over phosphatized surfaces. Panels 
have white or conductive finish.

Industry Standards

UL 508A, File No. E61997: Type 12 
NEMA/EEMAC Type 12 
JIC standards EGP-1-1967 and EMP-1-1967 
CSA File No. 42186: Type 12  
IEC 60529, IP55

Disconnect Mounting Space

Disconnects will occupy space on panel 
shown by dimensions E1, F1, and G1. Wiring 
space W1 is available when disconnect is 
installed in the enclosure. 
See Technical Information section for E1 
Spacing by Enclosure Height for various 
disconnect switch manufacturers.
W1 = Wiring Space. See Technical 
Information section for wire bend space.
Refer to National Electrical Code®, 2005 
article 430-10(b) for wiring space required 
for line side conductors to be connected to 
disconnect. 
Verify your application to determine 
whether wiring space is adequate.
NOTE: Consult Space Occupied by Disconnect 
drawing to determine whether the disconnect 
device you are using will fit the enclosure size you 
have selected.

Accessories

See Accessories chapter
Blank Adapter Plate 
Blower Package 
Corrosion Inhibitors 
Electric Heater 
Fan Cooling Products 
Floor Stand Kit 
INTERSAFE® Data Interface Ports 
Lighting Kit 
Operator Adapters 
Panels, Replacement 
Touch-Up Paint (ATPPY61) 
Window Kit

Rev. B  1/08
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Standard Sizes Single-Door Enclosures

Catalog Number
A x B x C	
in. (mm)

With or  
Without Panel Panel Catalog Number

Conductive Panel 
Catalog Number Panel Size (in.) Panel Size (mm)

A72XM2818FTC 72.12 x 28.25 x 18.12 	
(1832 x 718 x 460)

With A72PM28 A72PM28G 60.00 x 21.75 1524 x 552

A72XM2818FTCLP 72.12 x 28.25 x 18.12 	
(1832 x 718 x 460)

Without — — — —

A72XM3418FTC 72.12 x 34.25 x 18.12 	
(1832 x 870 x 460)

With A72PM34 A72PM34G 60.00 x 27.75 1524 x 705

A72XM3418FTCLP 72.12 x 34.25 x 18.12 	
(1832 x 870 x 460)

Without — — — —

A72XM4018FTC 72.12 x 40.25 x 18.12 	
(1832 x 1022 x 460)

With A72PM40 A72PM40G 60.00 x 33.75 1524 x 857

A72XM4018FTCLP 72.12 x 40.25 x 18.12 	
(1832 x 1022 x 460)

Without — — — —

A84XM4018FTC 84.12 x 40.25 x 18.12 	
(2137 x 1022 x 460)

With A84PM40 A84PM40G 72.00 x 33.75 1829 x 857

A84XM4018FTCLP 84.12 x 40.25 x 18.12 	
(2137 x 1022 x 460)

Without — — — —

A90XM4018FTC 90.12 x 40.25 x 18.12 	
(2289 x 1022 x 460)

With A90PM40 A90PM40G 78.00 x 33.75 1981 x 857

A90XM4018FTCLP 90.12 x 40.25 x 18.12 	
(2289 x 1022 x 460)

Without — — — —

A90XM4020FTC 90.12 x 40.25 x 20.12 	
(2289 x 1022 x 511)

With A90PM40 A90PM40G 78.00 x 33.75 1981 x 857

A90XM4020FTCLP 90.12 x 40.25 x 20.12 	
(2289 x 1022 x 511)

Without — — — —

A84XM4024FTC 84.12 x 40.25 x 24.12 	
(2137 x 1022 x 613)

With A84PM40 A84PM40G 72.00 x 33.75 1829 x 857

A84XM4024FTCLP 84.12 x 40.25 x 24.12 	
(2137 x 1022 x 613)

Without — — — —

A90XM4024FTC 90.12 x 40.25 x 24.12 	
(2289 x 1022 x 613)

With A90PM40 A90PM40G 78.00 x 33.75 1981 x 857

A90XM4024FTCLP 90.12 x 40.25 x 24.12 	
(2289 x 1022 x 613)

Without — — — —

Ordering

The disconnect switch, operating handle, 
and operating mechanism must be ordered 
separately. See Technical Information in the 
Hoffman Specifier’s Guide for wire bend 
space available when various manufacturers’ 
disconnect switches are installed, or 
Disconnect Ordering Information at 
hoffmanonline.com for disconnect ordering 
guidelines and wire bend space available. 
Check the enclosure dimension drawings to 
make sure the chosen disconnect switch will 
fit in the enclosure.

Modification Services Program

You can customize this product to your 
unique requirements by specifying from 
these options:

Enclosure height, width, depth
Over 100 standard finish colors and 
textures
Holes and cutouts in body, doors, 
subpanels
Tapped holes, fasteners, mounting channel 
in enclosure or subpanel
Mounting
Door modifications
Subpanel modifications
Structural changes
Environmental control (louvers, fans, 
filters)
Window installation
Standard accessory installation
Disconnect provisions

To order, contact your local Hoffman sales 
representative.
NOTE: For information about modifications outside 
the scope of the Modification Services program, 
contact your Hoffman sales representative.

•
•

•

•

•
•
•
•
•

•
•
•
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Standard Sizes Two-Door Enclosures

Catalog Number
A x B x C	
in. (mm)

With or  
Without Panel

Stiffener  
Locations (in.)

Stiffener  
Locations (mm)

Panel Catalog 
Number

Conductive 
Panel Catalog 
Number Panel Size (in.) Panel Size (mm)

A72XM5418FTC 72.12 x 54.50 x 18.12 	
(1832 x 1384 x 460)

With None None A72PM54 A72PM54G 60.00 x 48.00 1524 x 1219

A72XM5418FTCLP 72.12 x 54.50 x 18.12
(1832 x 1384 x 460)

Without None None — — — —

A72XM6618FTC 72.12 x 66.50 x 18.12
(1832 x 1689 x 460)

With 21.00 533 A72PM66 A72PM66G 60.00 x 60.00 1524 x 1524

A72XM6618FTCLP 72.12 x 66.50 x 18.12
(1832 x 1689 x 460)

Without 21.00 533 — — — —

A72XM7818FTC 72.12 x 78.50 x 18.12
(1832 x 1994 x 460)

With 24.00 610 A72PM78 A72PM78G 60.00 x 72.00 1524 x 1829

A72XM7818FTCLP 72.12 x 78.50 x 18.12
(1832 x 1994 x 460)

Without 24.00 610 — — — —

A84XM7818FTC 84.12 x 78.50 x 18.12
(2137 x 1994 x 460)

With 24.00 610 A84PM78 A84PM78G 72.00 x 72.00 1829 x 1829

A84XM7818FTCLP 84.12 x 78.50 x 18.12
(2137 x 1994 x 460)

Without 24.00 610 — — — —

A90XM7818FTC 90.12 x 78.50 x 18.12
(2289 x 1994 x 460)

With 24.00 610 A90PM78 A90PM78G 78.00 x 72.00 1981 x 1829

A90XM7818FTCLP 90.12 x 78.50 x 18.12
(2289 x 1994 x 460)

Without 24.00 610 — — — —

A90XM7820FTC 90.12 x 78.50 x 20.12
(2289 x 1994 x 511)

With 24.00 610 A90PM78 A90PM78G 78.00 x 72.00 1981 x 1829

A90XM7820FTCLP 90.12 x 78.50 x 20.12
(2289 x 1994 x 511)

Without 24.00 610 — — — —

A72XM7824FTC 72.12 x 78.50 x 24.12
(1832 x 1994 x 613)

With 24.00 610 A72PM78 A72PM78G 60.00 x 72.00 1524 x 1829

A72XM7824FTCLP 72.12 x 78.50 x 24.12
(1832 x 1994 x 613)

Without 24.00 610 — — — —

A84XM7824FTC 84.12 x 78.50 x 24.12
(2137 x 1994 x 613)

With 24.00 610 A84PM78 A84PM78G 72.00 x 72.00 1829 x 1829

A84XM7824FTCLP 84.12 x 78.50 x 24.12
(2137 x 1994 x 613)

Without 24.00 610 — — — —

A90XM7824FTC 90.12 x 78.50 x 24.12
(2289 x 1994 x 613)

With 24.00 610 A90PM78 A90PM78G 78.00 x 72.00 1981 x 1829

A90XM7824FTCLP 90.12 x 78.50 x 24.12
(2289 x 1994 x 613)

Without 24.00 610 — — — —

Standard Sizes Three-Door Enclosures

Catalog Number
A x B x C	
in. (mm)

With or  
Without 
Panel

Large 
Panel 
Catalog 
No.

Large  
Conductive 
Panel  
Catalog No.

No. and Size of 
Panels, Large 
(in.)

No. and Size of 
Panels, Large 
(mm)

Small 
Panel 
Catalog 
No.

Small  
Conductive 
Panel  
Catalog No.

No. and Size of 
Panels, Small 
(in.)

No. and Size 
of Panels, 
Small (mm)

A72XM3EQ18FTC 72.12 x 100.75 x 18.12
(1832 x 2559 x 460)

With A72PM66 A72PM66G (1) 60.00 x 60.00 (1) 1524 x 1524 A72PM34 A72PM34G (1) 60.00 x 27.75 (1) 1524 x 705

A72XM3EQ18FTCLP 72.12 x 100.75 x 18.12
(1832 x 2559 x 460)

Without — — — — — — — —

A72XM3EW18FTC 72.12 x 118.75 x 18.12
(1832 x 3017 x 460)

With A72PM78 A72PM78G (1) 60.00 x 72.00 (1) 1524 x 1829 A72PM40 A72PM40G (1) 60.00 x 33.75 (1) 1524 x 857

A72XM3EW18FTCLP 72.12 x 118.75 x 18.12
(1832 x 3017 x 460)

Without — — — — — — — —

A84XM3EW18FTC 84.12 x 118.75 x 18.12
(2137 x 3017 x 460)

With A84PM78 A84PM78G (1) 72.00 x 72.00 (1) 1829 x 1829 A84PM40 A84PM40G (1) 72.00 x 33.75 (1) 1829 x 857

A84XM3EW18FTCLP 84.12 x 118.75 x 18.12
(2137 x 3017 x 460)

Without — — — — — — — —

A84XM3EW24FTC 84.12 x 118.75 x 24.12
(2137 x 3017 x 613)

With A84PM78 A84PM78G (1) 72.00 x 72.00 (1) 1829 x 1829 A84PM40 A84PM40G (1) 72.00 x 33.75 (1) 1829 x 857

A84XM3EW24FTCLP 84.12 x 118.75 x 24.12
(2137 x 3017 x 613)

Without — — — — — — — —

A90XM3EW24FTC 90.12 x 118.75 x 24.12
(2289 x 3017 x 613)

With A90PM78 A90PM78G (1) 78.00 x 72.00 (1) 1981 x 1829 A90PM40 A90PM40G (1) 78.00 x 33.75 (1) 1981 x 857

A90XM3EW24FTCLP 90.12 x 118.75 x 24.12
(2289 x 3017 x 613)

Without — — — — — — — —




