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CS4

COMPACT® Pendant Arm Series 2 
Configurations

Mounting Options

1

Description Qty. Catalog Number

Set up joint 1 ccs2slg

Heavy duty elbow 1 ccs2ehdlg

Flange coupling or 
Swivel tilt

1 
1

ccs2fclg 
ccs2stlg

2 and 3

Description Qty. Catalog Number

Wall joint (horizontal) 1 ccs2wjhlg

Heavy duty elbow 1 ccs2ehdlg

Flange coupling or 
Swivel tilt or 
Flange coupling 15º

1 
1 
1

ccs2fclg 
ccs2stlg 
ccs2fc15lg

4 and 5

Description Qty. Catalog Number

Set up joint 1 ccs2sjlg

Heavy duty elbow 1 ccs2ehdlg

Flange coupling or 
Swivel tilt

1 
1

ccs2fclg 
ccs2stlg

6

Description Qty. Catalog Number

Wall flange/base bracket 1 ccs2wfblg

Flange elbow coupling or 
90º Swivel tilt or 
Flange elbow coupling 15º

1 
1 
1

ccs2feclg 
ccs2estlg 
ccs2fec15lg

7 and 8

Description Qty. Catalog Number

Wall flange/base bracket 1 ccs2wfblg

Heavy duty elbow 1 ccs2ehdlg

Flange coupling or 
Swivel tilt

1 
1

ccs2fclg 
ccs2stlg

9

Description Qty. Catalog Number

Set-up joint 1 ccs2sjlg

Flange elbow coupling or 
90º Swivel tilt

1 
1

ccs2feclg 
ccs2estlg

10 and 11

Description Qty. Catalog Number

Wall joint (horizontal) 1 ccs2wjhlg

Flange elbow coupling or 
90º Swivel tilt

1 
1

ccs2feclg 
ccs2estlg

12 and 13

Description Qty. Catalog Number

Wall joint (vertical) 1 ccs2jvlg

Flange coupling or 
Swivel tilt

1 
1

ccs2fclg 
ccs2stlg
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CS4

COMPACT® Pendant Arm Series 2  
Configurations

Mounting Options
Operator Interface 
Enclosure System

s

14

Description Qty. Catalog Number

Rotational base 1 ccs2rblg

Heavy duty elbow 2 ccs2ehdlg

Flange coupling or 
Swivel tilt

1 
1

ccs2fclg 
ccs2stlg

15

Description Qty. Catalog Number

Set up joint 1 ccs2sjlg

Intermediate joint 1 ccs2ijlg

Heavy duty elbow 1 ccs2ehdlg

Flange coupling or 
Swivel tilt

1 
1

ccs2fclg 
ccs2stlg

16 and 17

Description Qty. Catalog Number

Wall Joint (horizontal) 1 ccs2wjhlg

Intermediate joint 1 ccs2ijlg

Heavy duty elbow 1 ccs2ehdlg

Flange coupling or 
Swivel tilt

1 
1

ccs2fclg 
ccs2stlg

18

Description Qty. Catalog Number

Set up joint 1 ccs2sjlg

Intermediate joint 1 ccs2ijlg

Flange elbow coupling or 
90º Swivel tilt

1 
1

ccs2feclg 
ccs2estlg

19 and 20

Description Qty. Catalog Number

Wall joint (horizontal) 1 ccs2wjhlg

Intermediate joint 1 ccs2ijlg

Flange elbow coupling or 
90º Swivel tilt

1 
1

ccs2feclg 
ccs2estlg

21 and 22

Description Qty. Catalog Number

Wall flange/base bracket 1 ccs2wfblg

Heavy duty elbow 1 ccs2ehdlg

Flange coupling or 
Swivel tilt

1 
1

ccs2fclg 
ccs2stlg

Note to the Specifier:
1.	 Select pendant system sizing using the COMPACT Series 2 load 

capacity chart.
2.	 Tube catalog numbers are not included in configuration tables.
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CS4
COMPACT® Pendant Arm Series 4

Mounting Options

Application

Modular COMPACT pendant arm systems are used to suspend 
machine and process control equipment, including operator interface 
computers. Controls mounted on a pendant arm system can be easily 
moved into a convenient position for use and then moved out of the 
way when not needed. Four sizes are available: 

System 50 (50mm x 50mm square tube) 
System 60 (60mm x 60mm square tube) 
System 80 (80mm x 80mm square tube) 

System 80/140 (80mm x 140mm rectangular tube) 
Supporting tubes, elbows, brackets, movable joints, and flanged 
couplings are available that can be sized and configured to the specific 
application and for eventual mounting to a machine or to a wall.

Construction

Heavy cast steel and cast aluminum couplings and heavy wall steel •	
tubing provide excellent structural strength 
Each system includes multiple coupling types and three standard •	
tube lengths (.5m, 1m, and 2m) which combine to form numerous 
configurations 
Steel tubing has 5mm (0.2-inch) wall thickness. Tubing is cold-•	
formed welded square and rectangular steel tubes 
Tubing provides structural integrity and acts as a conduit for •	
equipment wiring 
Removable access plates (provided with set-up joint, elbow, and •	
elbow couplings) simplify cable installation inside tubing 
Heavy-duty bearings in all movable joints for convenient, smooth •	
operation and enhanced durability to withstand stresses of 
repeated use 
Deep tube fittings in all couplings •	
Adjustable setscrews allow for accurate alignment of supporting •	
tubes 
Optional pedestal base available •	
Gasket is oil-resistant neoprene•	

Finish

Couplings are RAL 7035 light gray polyester powder paint. Access 
plates and tubing are light gray. Bellows are black.

Industry Standards

NEMA/EEMAC Type 12 
IEC 60529, IP55 
DIN 40050

Standard Cutouts for Mounting 

Dimensions 
for Cutouts 

50 
(mm)

50  
(in.)  

60  
(mm)

60  
(in.)  

80  
(mm)

80  
(in.) 

80/140  
(mm) 

80/140  
(in.)  

Set-Up Joint
Ø D MAX 70 2.75 70 2.75 105 4.13 140 5.51 
E 88 3.47 97 3.82 122 4.82 200 7.87 
F 88 3.47 97 3.82 122 4.82 200 7.87 
Ø G 11 0.43 11 0.43 13 0.51 13 0.51 

Wall Joint or Cable Wall Joint
Ø D MAX 50 1.97 60 2.36 80 3.15 60 3.15 
E 50 1.97 60 2.36 80 3.15 185 7.28 
F 107 4.21 115 4.53 138 5.43 125 4.92 
Ø G 10 0.41 10 0.41 13 0.51 13 0.51

Wall Flange or Base Bracket
Ø D MAX 70 2.75 70 2.75 105 4.13 105 4.13
E 88 3.46 93 3.66 122 4.80 185 7.28
F 88 3.46 93 3.66 122 4.80 125 4.92
Ø G 11 0.43 11 0.43 13 0.51 13 0.51

Flange Coupling or Flange Elbow Coupling
Ø D MAX 51 2.01 65 2.56 91 3.58 154 6.06
E 60 2.36 60 2.36 80 3.15 160 6.30
F 60 2.36 60 2.36 80 3.15 160 6.30
Ø G 7 0.26 7 0.26 7 0.26 7 0.26

Angle Adapter Plate
Ø D MAX 51 2.01 65 2.56 91 3.58 154 6.05
E 80 3.15 80 3.15 80 3.15 80 3.15
F 120 4.72 120 4.72 120 4.72 190 7.48
Ø G 7 0.26 7 0.26 7 0.26 7 0.34

Standard Coupling or  
Standard Elbow Coupling System

Ø M 
(mm)

Ø M 
(in.)

Ø N 
(mm)

Ø N 
(in.)

50 8 0.33 51 2.01

Rev. A  5/07
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CS4
COMPACT® Pendant Arm Series 4

Mounting Options
Operator Interface 
Enclosure System

s

The Series 4 pendant arm load graph is the result of load capacity 
tests. Please contact Hoffman for specific applications information. 

System Load Capacity Load Diagram
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CS4
COMPACT® Pendant Arm Series 4

Mounting Options

Square and rectangular tubes are 
cold-formed hollow welded steel 
with 5mm wall thickness. Finish 
is RAL 7035 light gray polyester 
powder paint. 
Tubing provides structural 
integrity and acts as a conduit for 
equipment wiring. Available in 
500, 1000, and 2000mm lengths. 
All pendant arm connections 
are sized to fit appropriate tube 
sizes.

Catalog Number System Size

Actual 
Length 
(mm)

Actual 
Length 
(in.)

External 
Dimensions 
(mm)

External 
Dimensions 
(in.)

Wall Thickness 
Dimensions 
(mm)

Wall Thickness 
Dimensions (in.)

Inside Cross 
Section sq. 
cm/sq. in. Weight (lb)

CCS5T5 50 50 x 50 489 19.25 50 sq. 1.97 5 0.20 2.48/16 7.6
CCS5T10 50 50 x 50 991 39.00 50 sq. 1.97 5 0.20 2.48/16 15.1
CCS5T20 50 50 x 50 1988 78.25 50 sq. 1.97 5 0.20 2.48/16 30.2
CCS6T5 60 60 x 60 489 19.25 60 sq. 2.36 5 0.20 3.88/25 9.3
CCS6T10 60 60 x 60 991 39.00 60 sq. 2.36 5 0.20 3.88/25 18.6
CCS6T20 60 60 x 60 1988 78.25 60 sq. 2.36 5 0.20 3.88/25 37.1
CCS8T5 80 80 x 80 489 19.25 80 sq. 3.15 5 0.20 7.60/49 13.0
CCS8T10 80 80 x 80 991 39.00 80 sq. 3.15 5 0.20 7.60/49 24.5
CCS8T20 80 80 x 80 1988 78.25 80 sq. 3.15 5 0.20 7.60/49 49.0
CCS14T5 80/140 80 x 140 489 19.25 80 x 140 3.15 x 5.51 5 0.20 14.11/91 17.0
CCS14T10 80/140 80 x 140 991 39.00 80 x 140 3.15 x 5.51 5 0.20 14.11/91 33.0
CCS14T20 80/140 80 x 140 1988 78.25 80 x 140 3.15 x 5.51 5 0.20 14.11/91 66.0

Tube Sizes

System 50 
50 x 50mm

System 60 
60 x 60mm

System 80 
80 x 80mm

System 80/140 
80 x 140mm

Cast iron finished with RAL 7035 
light gray polyester powder paint. 
Mounts equipment to horizontal 
surface. Permits pendant arm to 
be rotated or turned 306 degrees. 
Pivot bearing is maintenance-free. 
Setscrews, removable access plate, 
and gasket are included. (Mounting 
hardware not provided.)

Catalog 
Number System

L each  
side  
mm (in.)

H 
mm (in.)

D  
mm (in.)

E  
mm (in.)

F  
mm (in.)

Ø G  
mm (in.)

I  
mm (in.)

J  
mm (in.)

K each 
side  
mm (in.)

M each 
side  
mm (in.)

O  
mm (in.)

Ø Q  
mm (in.)

Wt. 
(lb)

CCS5SJLG 50 134  
(5.28)

132  
(5.20)

41  
(1.59)

90  
(3.54)

92 
(3.62)

45  
(1.78)

25 
(0.98)

14  
(0.55)

50  
(1.97)

88  
(3.47)

108  
(4.25)

11  
(0.43)

20.5

CCS6SJRLG 60 144  
(5.67)

152  
(5.98)

46  
(1.79)

105  
(4.13)

97  
(3.82)

55  
(2.16)

25 
(0.98)

14  
(0.55)

60  
(2.36)

97  
(3.82)

118  
(4.65)

11  
(0.43)

28.5

CCS8SJLG 80 174  
(6.85)

6.38 
(162)

56 
(2.19)

120  
(4.72)

107 
(4.21)

75  
(2.95)

25 
(0.98)

12  
(0.47)

80  
(3.15)

122  
(4.80)

152  
(5.98)

13  
(0.51)

45.5

CCS14SJLG 80/140 260 
(10.24)

8.86 
(225)

85  
(3.35)

155  
6.10)

141 
(5.55)

140  
(5.51)

34  
(1.34)

12  
(0.47)

80 x 140 
(3.15 x 5.51)

200  
(7.87)

232  
(9.14)

13  
(0.51)

63.0

Set-Up Joint
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CS4
COMPACT® Pendant Arm Series 4

Mounting Options
Operator Interface 
Enclosure System

s

Welded steel plate construction 
finished with RAL 7035 light gray 
polyester powder paint. Mounts 
equipment to vertical surface. Swivel 
range is approximately 180 degrees. 
Includes bellows with zipper, seals, 
and setscrews (mounting fasteners 
are not included). Adjustable tension 
at pivot point. Rotational limiter is 
optional. (Mounting hardware not 
provided.) 

Catalog 
Number System

D  
mm (in.)

E  
mm (in.)

F  
mm (in.)

G  
mm (in.)

H each side 
mm (in.)

I  
mm (in.)

J  
mm (in.)

Ø K   
mm (in.)

L 
mm (in.)

M  
mm (in.) Wt. (lb)

CCS5WJRLG 50 131  
(5.16)

74  
(2.91)

107  
(4.21)

50  
(1.97)

50  
(1.97)

190  
(7.48)

65  
(2.55)

11  
(0.41)

75  
(2.95)

10  
(0.39)

8.7

CCS6WJRLG 60 141  
(5.55)

84  
(3.30)

115  
(4.53)

60  
(2.36)

60  
(2.36)

210  
(8.27)

70 
(2.76)

11  
(0.41)

90  
(3.54)

10  
(0.39)

11.8

CCS8WJRLG 80 161  
(6.34)

104  
(4.09)

138  
(5.43)

80  
(3.15)

80  
(3.15)

300  
(11.81)

100  
(3.94)

13  
(0.51)

135  
(5.31)

10  
(0.39)

21.6

CCS14WJRLG 80/140 170  
(6.69)

230  
(9.06)

125  
(4.92)

185  
(7.28)

80 x 140  
(3.15 x 5.51)

392  
(15.43)

155  
(6.10)

13  
(0.51)

162 
(6.38)

12  
(0.47)

37.9

Wall Joint

Welded steel plate construction 
finished with RAL 7035 light gray 
polyester powder paint. Mounts 
equipment to vertical surface. 
Provides cable access to inside of 
pendant system from above or 
below. Swivel range approximately 
180 degrees. Includes bellows 
with zipper, seal, and setscrews. 
Adjustable tension at pivot point. 
Rotation limiter is optional. 
(Mounting hardware not provided.)

Catalog 
Number

D
mm (in.)

E
mm (in.)

F
mm (in.)

G
mm (in.)

H each side
mm (in.)

I
mm (in.)

J
mm (in.)

Ø K
mm (in.)

L
mm (in.)

M
mm (in.)

N
mm (in.)

P
mm (in.)

Weight 
(lb)

CCS5WJCRLG 131 
(5.16)

74 
(2.91)

107 
(4.21)

50 
(1.97)

50 
(1.97)

220 
(8.66)

60 
(2.36)

11 
(0.41)

105 
(4.13)

10 
(0.39)

15  
(0.59)

40 
(1.57)

10.4

CCS6WJCRLG 141 
(5.55)

84 
(3.30)

115 
(4.53)

60 
(2.36)

60 
(2.36)

240 
(9.45)

70 
(2.76)

11 
(0.41)

120 
(4.72)

10 
(0.39)

15 
(0.59)

50 
(1.97)

14.6

CCS8WJCRLG 165 
(6.50)

104 
(4.09)

138 
(5.43)

80 
(3.15)

80 
(3.15)

330 
(12.99)

100 
(3.94)

13 
(0.51)

165 
(6.50)

10 
(0.39)

20 
(0.79)

60 
(2.36)

20.9

Cable Wall Joint
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CS4
COMPACT® Pendant Arm Series 4

Mounting Options

Wall flange expands mounting 
options to include wall-mount as 
well as horizontal tube applications. 
Cast iron construction finished 
with RAL 7035 light gray polyester 
powder paint. Setscrews, gasket, 
and seals are included. (Mounting 
hardware not provided.)

Catalog 
Number System

L each side
mm (in.)

H
mm (in.)

D
mm (in.)

E
mm (in.)

F
mm (in.)

G each side
mm (in.)

I
mm (in.)

J
mm (in.)

Ø M
mm (in.) Weight (lb)

CCS5WFLG 50 134 
(5.28)

117 
(4.60)

88 
(3.46)

88 
(3.46)

104 
(4.09)

50 
(1.97)

9 
(0.35)

20 
(0.79)

11 
(0.43)

9.4

CCS6WFLG 60 140 
(5.5)

125 
(4.92)

93 
(3.66)

93 
(3.66)

112 
(4.41)

60 
(2.36)

9 
(0.35)

20 
(0.79)

11 
(0.43)

10.8

CCS8WFLG 80 174 
(6.85)

160 
(6.30)

122 
(4.80)

122 
(4.80)

143 
(5.63)

80 
(3.15)

12 
(0.47)

25  
(0.98)

13 
(0.51)

20.1

CCS14WFLG 80/140 175 x 235 
(6.89 x 9.25)

190 
(7.48)

125 
(4.92)

185 
(7.28)

173 
(6.81)

80 x 140 
(3.15 x 5.51)

12 
(0.47)

25  
(0.98)

13 
(0.51)

28.5

Wall Flange

Welded steel plate construction 
finished with RAL 7035 light gray 
polyester powder paint. Mounts 
to pendant tube. Swivel range 
is approximately 180 degrees. 
Setscrews and bellows with zipper 
are included. Rotational limiter is 
optional.     

Catalog 
Number System

D
mm (in.)

E each side
mm (in.)

F
mm (in.)

G
mm (in.)

H
mm (in.) Weight (lb)

CCS5IJRLG 50 300  
(11.81)

50  
(1.97)

230  
(9.06)

65  
(2.56)

65  
(2.56)

9.7

CCS6IJRLG 60 310  
(12.20)

60 
(2.36)

240  
(9.45)

70  
(2.76)

70  
(2.76)

13.1

CCS8IJRLG 80 400  
(15.75)

80 
(3.15)

330  
(12.99)

100  
(3.94)

100  
(3.94)

21.4

CCS14IJRLG 80/140 540  
(21.26)

80 x 140  
(3.15 x 5.51)

460  
(18.11)

155 
(6.10)

155 
(6.10)

39.9

Intermediate Joint



Bulletin

Subject to change without notice	 PH 763 422 2211 • FX 763 422 2600 • www.hoffmanonline.com	 © 2007 Hoffman Enclosures Inc. OI-99

CS4
COMPACT® Pendant Arm Series 4

Mounting Options
Operator Interface 
Enclosure System

s

Cast aluminum finished with RAL 
7035 light gray polyester powder 
paint for Systems 80/140. Removable 
access plate. Setcrews and gaskets 
are included. 

Elbow

Catalog 
Number System

L
mm (in.)

W
mm (in.)

D
mm (in.)

E
mm (in.)

F
mm (in.)

G each side
mm (in.) Weight (lb)

CCS14ELLG 80/140 110  
(4.33)

250  
(9.84)

80  
(3.15)

88  
(3.46)

168  
(6.61)

80 x 140  
(3.15 x 5.51)

15.5

Cast steel finished with RAL 7035 
light gray polyester powder paint for 
Systems 50, 60, and 80. Removable 
access plate. Setscrews and gaskets 
are included. 

Heavy Duty Elbow

Catalog 
Number System

L
mm (in.)

W
mm (in.)

D
mm (in.)

E
mm (in.)

F
mm (in.)

G each side
mm (in.) Weight (lb)

CCS5ELLG 50 78  
(3.07)

165  
(6.50)

90  
(3.45)

35  
(1.38)

125  
(4.92)

50  
(1.97)

9.9

CCS6ELLG 60 88  
(3.46)

190 
(7.48)

105  
(4.13)

40  
(1.57)

145  
(5.71)

60  
(2.36)

13.2

CCS8ELLG 80 108  
(4.25)

8.86 
(225)

120  
(4.72)

50  
(1.97)

170  
(6.69)

80  
(3.15)

18.7
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CS4
COMPACT® Pendant Arm Series 4

Mounting Options

Flange coupling mounts to enclosure, 
enabling enclosure to be rotated 
300 degrees (System 50, 60, and 80) 
or 330 degrees (System 80/140). 
Enclosure can be locked in position. 
Safety stop and maintenance-free 
bearing. Finish is RAL 7035 light gray 
polyester powder paint. Includes 
installation instructions, setscrews, 
gaskets, and mounting hardware.     

Flange Coupling

Catalog 
Number System

L each side
mm (in.)

D each side
mm (in.)

E
mm (in.)

Ø. F
mm (in.)

G each side
mm (in.) Weight (lb)

CCS5FCLG 50 100  
(3.94)

50  
(1.97)

43  
(1.69)

50  
(1.97)

60  
(2.36)

3.5

CCS6FCLG 60 100  
(3.94)

60  
(2.36)

43  
(1.69)

64  
(2.52)

60  
(2.36)

5.5

CCS8FCLG 80 120  
(4.72)

80  
(3.15)

53  
(2.09)

91  
(3.58)

80  
(3.15)

7.2

CCS14FCLG 80/140 220  
(8.66)

80 x 140  
(3.15 x 5.51)

80  
(3.15)

142  
(6.06)

160  
(6.30)

10.1

Coupling mounts to enclosure, 
enabling enclosure to be rotated 
300 degrees (System 50, 60, and 80) 
or 330 degrees (System 80/140). 
Enclosure can be locked in position. 
Removable access plates. Finish 
is RAL 7035 light gray polyester 
powder paint. Setscrews, gasket, and 
mounting hardware are included. 

Flange Elbow Coupling

Catalog 
Number

L  
each side
mm (in.)

H
mm (in.)

D  
each side
mm (in.)

E
mm (in.)

F
mm (in.)

G
mm (in.)

Ø I  
mm (in.)

J  
each side 
mm (in.)

K
mm (in.)

Weight 
(lb)

CCS5FECLG 100  
(3.94)

141 
(5.55)

50  
(1.97)

60  
(2.36)

34  
(1.34)

106  
(4.17)

50  
(1.97)

60  
(2.36)

144  
(5.67)

4.5

CCS6FECLG 100  
(3.94)

151  
(5.95)

60  
(2.36)

70  
(2.76)

34  
(1.34)

111  
(4.37)

64  
(2.52)

60  
(2.36)

154  
(6.06)

7.0

CCS8FECLG 120  
(4.72)

173  
(6.81)

80  
(3.15)

90  
(3.54)

54  
(2.13)

121  
(4.76)

91  
(3.58)

80  
(3.15)

204  
(8.03)

9.5

CCS14FECLG 220  
(8.66)

220  
(8.66)

80 x 140  
(3.15 x 5.51)

80  
(3.15)

100  
(3.94)

138  
(5.43)

154  
(6.06)

160  
(6.30)

290 
(11.42)

15.5
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CS4
COMPACT® Pendant Arm Series 4

Mounting Options
Operator Interface 
Enclosure System

s

Accessory for use with wall joint, 
cable wall joint, and intermediate 
joint. Limits the rotation of these 
joints, which normally rotate 180 
degrees. Rotation limiter provides 
stops in 15-degree increments. The 
limiter is a heavy-duty steel disk that 
attaches to the pivot point on each 
joint. Moveable stop pins provide 
adjustment.     

Catalog Number System
Ø j
mm (in.) Weight (lb)

CCS56RL 50 and 60 96  
(3.77)

0.8

CCS814RL 80 and 80/140 119  
(4.70)

1.3

Rotation LImiter

Mounts between suspension arm 
and operator interface enclosure to 
provide both swivel and tilt options 
for machine operator. Cast aluminum 
assembly finished with RAL 7035 
light gray polyester powder 
paint. Center opening for control 
cables. Tilt knob allows infinite tilt 
adjustment from horizontal to 30 
degrees. Swivel allows 300-degree 
maximum rotation. Setscrews, seals, 
and enclosure mounting screws are 
included. 
NOTE: Maximum load for overhead 
applications is 110 lb (50 kg).     

Swivel Tilt
Catalog Number System

G each side
mm (in.) Weight (lb)

CCS5STBLG 50 50  
(1.97)

7.0

CCS6STBLG 60 60  
(2.36)

7.0

CCS8STBLG 80 80  
(3.15)

7.0

 
Not recommended to be used in combination with base with cutout for sloped top PBSK66 
or PBSK66SS.
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CS4
COMPACT® Pendant Arm Series 4

Mounting Options

Cast aluminum finished with RAL 
7035 light gray polyester powder 
paint. Provides connection between 
enclosure and flange coupling. 
Includes gasket and installation 
hardware.

Catalog Number System Angle
D
mm (in.)

E
mm (in.)

F
mm (in.)

G
mm (in.)

H
mm (in.)

I
mm (in.)

J
mm (in.)

K
mm (in.) Weight (lb)

CCS568AA15LG 50, 60, 80 15° 148 
(5.83)

127 
(5.00)

60 
(2.36)

80 
(3.15)

80 
(3.15)

60 
(2.36)

39 
(1.54)

118 
(4.65)

1.0

CCS568AA30LG 50, 60, 80 30° 148 
(5.83)

127 
(5.00)

60 
(2.36

80 
(3.15)

80 
(3.15)

60 
(2.36)

66 
(2.66)

120 
(4.72)

1.3

Angle Adapter Plate

For vertical tube mounting or 
to mount tube to floor. Bracket 
is cast iron finished with RAL 
7035 light gray polyester powder 
paint. Setscrews, gasket, and 
seals are included. (Mounting 
hardware not provided.)

Catalog 
Number System

L each side
mm (in.)

H
mm (in.)

D
mm (in.)

E
mm (in.)

F
mm (in.)

G each side
mm (in.)

I
mm (in.)

J
mm (in.)

Ø M
mm (in.) Weight (lb)

CCS5BBLG 50 134 
(5.28)

117 
(4.60)

88  
(3.48)

88  
(3.48)

104 
(4.09)

50 
(1.97)

9 
(0.35)

20 
(0.79)

11  
(0.43)

9.5

CCS6BBLG 60 140 
(5.51)

125 
(4.92)

93 
(3.67)

93 
(3.67)

112 
(4.41)

60 
(2.36)

9 
(0.35)

20 
(0.79)

11  
(0.43)

10.8

CCS8BBLG 80 174 
(6.85)

160 
(6.30)

122 
(4.80)

122 
(4.80)

143 
(5.63)

80 
(3.15)

12 
(0.47)

25 
(0.98)

13 
(0.51)

20.4

CCS14BBLG 80/140 175 x 235 
(6.89 x 9.25)

190 
(7.48)

125 
(4.92)

185 
(7.28)

173 
(6.81)

80 x 140 
(3.15 x 5.51)

12 
(0.47)

25 
(0.98)

13 
(0.51)

28.4

Base Bracket
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CS4
COMPACT® Pendant Arm Series 4

Mounting Options
Operator Interface 
Enclosure System

s

Casters or levelers can be 
installed under the cast 
aluminum pedestal base. Casters 
raise pedestal base 0.59 inches 
(15mm). Four casters, four 
levelers, or two casters and two 
levelers can be installed.

Catalog Number Description Weight (lb)
CCSPBLF (2) Levelers 0.3
CCSPBWF (2) Fixed Casters 0.3
CCSPBWS (2) Swivel Casters 0.5

Casters and Levelers for Pedestal Base

Allows CCS6SJ set-up joint 
and CCS6WF wall flange to be 
fastened together. Finish is RAL 
7035 light gray polyester powder 
paint.

Catalog Number Description
CCS6ADP CCS6SJ to CS6WF Adapter Plate

Adapter Plate

Cast aluminum one-piece heavy-
duty construction finished with 
RAL 7035 light gray polyester 
powder paint. Includes all 
hardware for attaching tubes. 
Optional casters or levelers can 
be installed on pedestal base. 
Levelers and fixed or swivel 
casters are available in pairs 
(must order two pair).

Catalog 
Number System

D each side 
(mm) 

D each side 
(in.) Weight (lb)

CCS14PBLG 80/140 80 x 140 3.15 x 5.51 32.6
CCS6PBLG 60 60 x 60 2.36 x 2.36 30.9
CCS8PBLG 80 80 x 80 3.15 x 3.15 31.5

Pedestal Base
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Mounting Options 
COMPACT® Pendant Arm Series 4 

Configurations CS4

A

Description Qty

Catalog Number

(System 50) (System 60) (System 80) (System 80/140)

Set-up joint 1 ccs5sjlg ccs6sjlg ccs8sjlg ccs14sjlg

Elbow 1 ccs5ellg ccs6ellg ccs8ellg ccs14ellg

Flange coupling or
Swivel tilt

1 
1

ccs5fclg 
ccs5stblg

ccs6fclg 
ccs6stblg

ccs8fclg 
ccs8stblg

ccs14fclg 
—

B and C

Description Qty

Catalog Number

(System 50) (System 60) (System 80) (System 80/140)

Wall joint or 
Cable wall joint

1 
1

ccs5wjrlg 
ccs5wjcrlg

ccs6wjrlg 
ccs6wjcrlg

ccs8wjrlg 
ccs8wjcrlg

ccs14wjrlg 
—

Elbow 1 ccs5ellg ccs6ellg ccs8ellg ccs14ellg

Flange coupling or
Swivel tilt

1 
1

ccs5fclg 
ccs5stblg

ccs6fclg 
ccs6stblg

ccs8fclg 
ccs8stblg

ccs14fclg 
—

D

Description Qty

Catalog Number

(System 50) (System 60) (System 80) (System 80/140)

Wall joint or 
Cable wall joint

1 
1

ccs5wjrlg 
ccs5wjcrlg

ccs6wjrlg 
ccs6wjcrlg

ccs8wjrlg 
ccs8wjcrlg

ccs14wjrlg 
—

Elbow 1 ccs5ellg ccs6ellg ccs8ellg ccs14ellg

Flange coupling 1 ccs5fclg ccs6fclg ccs8fclg ccs14fclg

Angle adapter 15º or 
Angle adapter 30º

1 
1

ccs568aa15lg 
ccs568aa30lg

ccs568aa15lg 
ccs568aa30lg

ccs568aa15lg 
ccs568aa30lg

ccs14aa15lg 
—

E and F

Description Qty

Catalog Number

(System 50) (System 60) (System 80) (System 80/140)

Wall flange 1 ccs5wflg ccs6wflg ccs8wflg ccs14wflg

Elbow 1 ccs5ellg ccs6ellg ccs8ellg ccs14ellg

Flange coupling or
Swivel tilt

1 
1

ccs5fclg 
ccs5stblg

ccs6fclg 
ccs6stblg

ccs8fclg 
ccs8stblg

ccs14fclg 
—
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Operator Interface 
Enclosure System

s

G

Description Qty

Catalog Number

(System 50) (System 60) (System 80) (System 80/140)

Set-up joint 1 ccs5sjlg ccs6sjlg ccs8sjlg ccs14sjlg

Flange elbow coupling 1 ccs5feclg ccs6feclg ccs8feclg ccs14feclg

H and I

Description Qty

Catalog Number

(System 50) (System 60) (System 80) (System 80/140)

Wall joint or 
Cable wall joint

1 
1

ccs5wjrlg 
ccs5wjcrlg

ccs6wjrlg 
ccs6wjcrlg

ccs8wjrlg 
ccs8wjcrlg

ccs14wjrlg 
—

Flange elbow coupling 1 ccs5feclg ccs6feclg ccs8feclg ccs14feclg

K

Description Qty

Catalog Number

(System 50) (System 60) (System 80) (System 80/140)

Wall joint or 
Cable wall joint

1 
1

ccs5wjrlg 
ccs5wjcrlg

ccs6wjrlg 
ccs6wjcrlg

ccs8wjrlg 
ccs8wjcrlg

ccs14wjrlg 
—

Flange elbow coupling 1 ccs5fclg ccs6fclg ccs8fclg ccs14fclg

Angle adapter 15º or 
Angle adapter 30º

1 
1

ccs568aa15lg 
ccs568aa30lg

ccs568aa15lg 
ccs568aa30lg

ccs568aa15lg 
ccs568aa30lg

ccs14aa15lg 
—

L

Description Qty

Catalog Number

(System 50) (System 60) (System 80) (System 80/140)

Wall joint or  
Cable wall joint

1 
1

ccs5wjrlg 
ccs5wjcrlg

ccs6wjrlg 
ccs6wjcrlg

ccs8wjrlg 
ccs8wjcrlg

—

Elbow 1 ccs5ellg ccs6ellg ccs8ellg —

Swivel tilta 1 ccs5stblg ccs6stblg ccs8stblg —
aMaximum load for overhead applications is 110 lbs. (50kg) including enclosure.

Note to the Specifier:
1.	 Select pendant system sizing using the COMPACT Series 4 load capacity chart.
2.	 Tube catalog numbers are not included in configuration tables.
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Mounting Options 
COMPACT® Pendant Arm Series 4 

Configurations CS4

M

Description Qty

Catalog Number

(System 50) (System 60) (System 80) (System 80/140)

Set-up joint 1 ccs5sjlg ccs6sjlg ccs8sjlg ccs14sjlg

Intermediate joint 1 ccs5ijrlg ccs6ijrlg ccs8ijrlg ccs14ijrlg

Elbow 1 ccs5ellg ccs6ellg ccs8ellg ccs14ellg

Flange coupling or
Swivel tilt

1 
1

ccs5fclg 
ccs5stblg

ccs6fclg 
ccs6stblg

ccs8fclg 
ccs8stblg

ccs14fclg 
—

N and O

Description Qty

Catalog Number

(System 50) (System 60) (System 80) (System 80/140)

Wall joint or 
Cable wall joint

1 
1

ccs5wjrlg 
ccs5wjcrlg

ccs6wjrlg 
ccs6wjcrlg

ccs8wjrlg 
ccs8wjcrlg

ccs14wjrlg 
—

Intermediate joint 1 ccs5ijrlg ccs6ijrlg ccs8ijrlg ccs14ijrlg

Elbow 1 ccs5ellg ccs6ellg ccs8ellg ccs14ellg

Flange coupling or
Swivel tilta

1 
1

ccs5fclg 
ccs5stblg

ccs6fclg 
ccs6stblg

ccs8fclg 
ccs8stblg

ccs14fclg 
—

aMaximum load for overhead applications is 110 lbs. (50kg) including enclosure.

P

Description Qty

Catalog Number

(System 50) (System 60) (System 80) (System 80/140)

Wall joint or 
Cable wall joint

1 
1

ccs5wjrlg 
ccs5wjcrlg

ccs6wjrlg 
ccs6wjcrlg

ccs8wjrlg 
ccs8wjcrlg

ccs14wjrlg 
—

Intermediate joint 1 ccs5ijrlg ccs6ijrlg ccs8ijrlg ccs14ijrlg

Elbow 1 ccs5ellg ccs6ellg ccs8ellg ccs14ellg

Flange coupling 1 ccs5fclg ccs6fclg ccs8fclg ccs14fclg

Angle adapter 15º or 
Angle adapter 30º

1 
1

ccs568aa15lg 
ccs568aa30lg

ccs568aa15lg 
ccs568aa30lg

ccs568aa15lg 
ccs568aa30lg

ccs14aa15lg 
—

R

Description Qty

Catalog Number

(System 50) (System 60) (System 80) (System 80/140)

Wall flange 1 ccs5wflg ccs6wflg ccs8wflg ccs14wflg

Elbow 1 ccs5ellg ccs6ellg ccs8ellg ccs14ellg

Flange coupling 1 ccs5fclg ccs6fclg ccs8fclg ccs14fclg

Angle adapter 15º or 
Angle adapter 30º

1 
1

ccs568aa15lg 
ccs568aa30lg

ccs568aa15lg 
ccs568aa30lg

ccs568aa15lg 
ccs568aa30lg

ccs14aa15lg 
—
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Operator Interface 
Enclosure System

s

S

Description Qty

Catalog Number

(System 50) (System 60) (System 80) (System 80/140)

Base bracket 1 ccs5bblg ccs6bblg ccs8bblg ccs14bblg

Flange coupling 1 ccs5fclg ccs6fclg ccs8fclg ccs14fclg

Angle adapter 15º or 
Angle adapter 30º

1 
1

ccs568aa15lg 
ccs568aa30lg

ccs568aa15lg 
ccs568aa30lg

ccs568aa15lg 
ccs568aa30lg

ccs14aa15lg 
—

T

Description Qty

Catalog Number

(System 50) (System 60) (System 80) (System 80/140)

Set-up joint 1 ccs5sjlg ccs6sjlg ccs8sjlg ccs14sjlg

Intermediate joint 1 ccs5ijrlg ccs6ijrlg ccs8ijrlg ccs14ijrlg

Flange elbow coupling 1 ccs5feclg ccs6feclg ccs8feclg ccs14feclg

U and V

Description Qty

Catalog Number

(System 50) (System 60) (System 80) (System 80/140)

Wall joint or 
Cable wall joint

1 
1

ccs5wjrlg 
ccs5wjcrlg

ccs6wjrlg 
ccs6wjcrlg

ccs8wjrlg 
ccs8wjcrlg

ccs14wjrlg 
—

Intermediate joint 1 ccs5ijrlg ccs6ijrlg ccs8ijrlg ccs14ijrlg

Flange elbow coupling 1 ccs5fclg ccs6fclg ccs8fclg ccs14fclg

W

Description Qty

Catalog Number

(System 50) (System 60) (System 80) (System 80/140)

Wall joint or 
Cable wall joint

1 
1

ccs5wjrlg 
ccs5wjcrlg

ccs6wjrlg 
ccs6wjcrlg

ccs8wjrlg 
ccs8wjcrlg

ccs14wjrlg 
—

Intermediate joint 1 ccs5ijrlg ccs6ijrlg ccs8ijrlg ccs14ijrlg

Flange elbow coupling 1 ccs5fclg ccs6fclg ccs8fclg ccs14fclg

Angle adapter 15º or 
Angle adapter 30º

1 
1

ccs568aa15lg 
ccs568aa30lg

ccs568aa15lg 
ccs568aa30lg

ccs568aa15lg 
ccs568aa30lg

ccs14aa15lg 
—

Note to the Specifier:
1.	 Select pendant system sizing using the COMPACT Series 4 load capacity chart.
2.	 Tube catalog numbers are not included in configuration tables.
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Application

These stainless steel front-door control enclosures are particularly 
well-suited for suspending process and control equipment in the food 
and pharmaceutical industries, where ease of cleaning and corrosion 
resistance are particularly important. 
Designed for use with the CS480 and CS600 stainless steel pendant 
arm systems.

Construction

Enclosure constructed of 1.5 mm Type 304 stainless steel •	
Front door constructed of 1.5 mm Type 304 stainless steel •	
Gaskets are polyurethane foam•	
Front door hinged on side •	
Foamed gaskets •	
Facilities for installing mounting plates •	
Stainless steel safety latch mounted at side, away from protected •	
space

Industry Standards

UL 508A, File No. E61997: Type 4, 4X, 12 
cUL CSA C22.2 No. 94, File No. E61997: Type 4, 4X, 12 
IEC 60529, IP66

Standard Sizes CS480/CS600 Stainless Steel Operator Interface Enclosures

Catalog Number
A x B x C 
mm (in.)

Use with Pendant 
Arm System 

D  
mm (in.)

W  
mm (in.)

F  
mm (in.)

Door Clear Space 
M x N  
mm (in.) 

Mounting Plate 
Catalog Number

CCC48S302513 300 x 250 x 130  
(11.81 x 9.84 x 5.12)

CS480 240 
(9.45)

177 
(6.96)

125 
(4.90)

220 x 140 
(8.66 x 5.51)

CCCP3025

CCC48S303513 300 x 350 x 130  
(11.81 x 13.78 x 5.12)

CS480 240 
(9.45)

277 
(10.86)

125 
(4.90)

220 x 240 
(8.66 x 9.45)

CCCP3035

CCC48S354016 350 x 400 x 160  
(13.78 x 15.75 x 6.30)

CS480 290 
(11.42)

327 
(12.86)

155 
(6.08)

270 x 290 
(10.63 x 11.42)

CCCP3540

CCC60S354016 350 x 400 x 160  
(13.78 x 15.75 x 6.30)

CS600 290 
(11.42)

327 
(12.86)

155 
(6.08)

270 x 290 
(10.63 x 11.42)

CCCP3540

CCC48S404016 400 x 400 x 160
(15.75 x 15.75 x 6.30)

CS480 340 
(13.39)

327 
(12.86)

155 
(6.08)

320 x 290 
(12.59 x 11.42)

CCCP4040

CCC60S404016 400 x 400 x 160
(15.75 x 15.75 x 6.30)

CS600 340 
(13.39)

327 
(12.86)

155 
(6.08)

320 x 290 
(12.59 x 11.42)

CCCP4040

CCC48S405021 400 x 500 x 210
(15.75 x 19.69 x 8.27)

CS480 340 
(13.39)

427 
(16.80)

205 
(8.05)

320 x 390 
(12.59 x 15.35)

CCCP4050

CCC60S405021 400 x 500 x 210
(15.75 x 19.69 x 8.27)

CS600 340 
(13.39)

427 
(16.80)

205 
(8.05)

320 x 390 
(12.59 x 15.35)

CCCP4050

CCC48S455521 450 x 500 x 210
(17.72 x 19.69 x 8.27)

CS480 390 
(15.35)

477 
(18.77)

205 
(8.05)

370 x 440 
(14.57 x 17.32)

CCCP4555

CCC60S455521 450 x 500 x 210
(17.72 x 19.69 x 8.27)

CS600 390 
(15.35)

477 
(18.77)

205 
(8.05)

370 x 440 
(14.57 x 17.32)

CCCP4555

CCC48S505521 500 x 550 x 210
(19.69 x 21.65 x 8.27)

CS480 440 
(17.32)

477 
(18.77)

205 
(8.05)

420 x 440 
(16.54 x 17.32)

CCCP5055

CCC60S505521 500 x 550 x 210
(19.69 x 21.65 x 8.27)

CS600 440 
(17.32)

477 
(18.77)

205 
(8.05)

420 x 440 
(16.54 x 17.32)

CCCP5055

CCC48S605521 600 x 550 x 210
(23.62 x 21.65 x 8.27)

CS480 540 
(21.26)

477 
(18.77)

205 
(8.05)

520 x 440 
(20.47 x 17.32)

CCCP6055

CCC60S605521 600 x 550 x 210
(23.62 x 21.65 x 8.27)

CS600 540 
(21.26)

477 
(18.77)

205 
(8.05)

520 x 440 
(20.47 x 17.32)

CCCP6055

CCC60S605530 600 x 550 x 300
(23.62 x 21.65 x 11.81)

CS600 540 
(21.26)

477 
(18.77)

295 
(11.60)

520 x 440 
(20.47 x 17.32)

CCCP6055

Catalog Number Pendant Cutout Weight (lb) Weight (kg)
CCC48S302513 CS480 14 6.4

CCC48S303513 CS480 14 6.4
CCC48S354016 CS480 16 7.3
CCC48S404016 CS480 20 9.1
CCC48S405021 CS480 26 11.8
CCC48S455521 CS480 28 12.7
CCC48S505521 CS480 30 13.6
CCC48S605521 CS480 32 14.5
CCC60S354016 CS600 16 7.3
CCC60S404016 CS600 20 9.1
CCC60S405021 CS600 26 11.8
CCC60S455521 CS600 28 12.7
CCC60S505521 CS600 30 13.6
CCC60S605521 CS600 32 14.5
CCC60S605530 CS600 36 16.3

Rev. B  12/07
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Operator Interface 
Enclosure System

s

Shelf is for 350mm and wider 
enclosures; in stainless steel. 10° 
slope. Mounting hardware included. 
Enclosure machining required.     

Catalog Number Description Weight (lb)
CCSSKBT Keyboard shelf 4.9

Keyboard Shelf

Handles are in stainless steel for 
mounting on enclosure sides. 
Mounting hardware included. 
Enclosure machining required.     

Handles Catalog Number Description Weight (lb)
CCSSHDL Handles for CC480/600 enclosures 5.0

Catalog 
Number Height (mm) Height (in.) Width (mm) Width (in.) Weight (lb)
CCCP3025 230 9.06 170 6.69 2.0
CCCP3035 230 9.06 270 10.63 2.0
CCCP3540 280 11.02 320 12.60 3.0
CCCP4040 330 12.99 320 12.60 3.0
CCCP4050 330 12.99 420 16.54 4.0
CCCP4555 380 14.96 18.50 18.50 5.0
CCCP5055 430 16.93 470 18.50 6.0
CCCP6055 530 20.87 470 18.50 7.0

Plate is for mounting equipment on 
the rear panel. Made of 3mm plated 
steel. Mounted using pins on the 
rear panel.     

Mounting Plate
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Application

The CS480 Stainless Steel Pendant Arm System is particularly well 
suited for suspending process and control equipment in the food 
and pharmaceutical industries, where ease of cleaning and corrosion 
resistance are particularly important.
Swivel brackets allow the equipment to swing out for use and to 
move out of the way when not needed.
A variety of preformed straight and angled tubing and fittings is 
available to meet the requirements of many different applications. 
Brackets are available for wall or machine and floor mounting.
The wide variety of comonents permits a high level of flexibility in 
configuring the system. See the System Combinations Drawings for 
some possible combinations.
This system is rated for loads as shown in the Load Capacity chart. 
For heavier equipment, see the CS600 section.

Construction

Tubing clamps into position with setscrews for easy assembly and •	
smooth appearance
Load capacity 400 N (89.6 lb) at 1m (39.37 in.). See Load Capacity •	
chart for details.
Fixed or swivel mounting, straight or at a 15-degree angle•	

90-degree fittings have a removable cover that allows easy access •	
for wiring
The coupling hole geometry for enclosure machining are shown in •	
the Coupling Hole Geometry diagram

Materials and Finish

Tubing: Type 304 polished stainless steel 
Fittings: Type 304 polished stainless steel
NOTE: Brushed stainless steel shown.

Industry Standards

IEC 60529, IP66

Fitting with Cover Removed
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The load capacity of the CS480 pendant arm system is shown in the 
chart and diagram. Choose the CS600 system for larger loads.

Load DiagramSystem Load Capacity
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The wide variety of components permits a high level of flexibility 
in configuring the system. Some possible combinations are shown 
below.

System Combinations Coupling Hole Geometry for Enclosure Machining
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Straight tubing has an outer diameter 
of 48.3mm (1.90 in.) and is made 
from 3.6mm wall thickness Type 304 
polished stainless steel.     

Catalog 
Number L (mm) L (in.) Weight (kg) Weight (lb)
CCSS48T25 250 9.84 1.13 2.5
CCSS48T50 500 19.69 2.13 4.7
CCSS48T75 750 29.53 3.18 7.0
CCSS48T100 1000 39.37 4.40 9.7
CCSS48T125 1250 49.21 5.44 12.0
CCSS48T150 1500 59.06 6.67 14.7

Straight Tubing

L-shaped tubing has an outer 
diameter of 48.3mm (1.90 in.) and 
is made from 3.6mm-thick Type 304 
polished stainless steel. It is used 
with coupling sleeves and straight 
tubing to provide the desired system 
configuration.     

L-Shaped Tubing Catalog 
Number L (mm) L (in.) Weight (kg) Weight (lb)
CCSS48TLB25 250 x 250 9.84 x 9.84 2.4 5.3
CCSS48TLB50 500 x 500 19.69 x 19.69 4.76 10.5
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U-shaped pendant tubes are made 
of Type 304 stainless steel with an 
outer diameter of 48mm (1.90 in.) 
and have a smooth finish. For use in 
conjunction with CS480 stainless 
steel pendant fittings. Use of these 
tubes does not compromise the 
enclosure rating.     

Catalog Number
A x B x C 
mm (in.) Weight (kg) Weight (lb)

CCSSTU502450 500 x 240 x 500
(19.69 x 9.45 x 19.69)

4.5 9.9

CCSSTU802480 1000 x 500 x 800
(39.37 x 19.69 x 31.50)

6.7 14.8

U-Shaped Stainless Steel Pendant Tubes

L-shaped pendant tubes are made 
of Type 304 stainless steel with an 
outer diameter of 48mm (1.90 in.) 
and have a smooth finish. For use in 
conjunction with CS480 stainless 
steel pendant fittings. Use of these 
tubes does not compromise the 
enclosure rating. 

L-Shaped Stainless Steel Pendant Tubes Catalog 
Number A (mm) A (in.) B (mm) B (in.) Wt. (kg) Wt. (lb)
CCSSTL5024 500 19.69 240 9.45 2.6 5.7
CCSSTL10050 1000 39.37 500 19.69 5.4 11.9
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The coupling sleeve joins sections 
of tubing in the CS480 system. Type 
304 polished stainless steel finish. 
Includes gaskets.     

Catalog Number Description Weight (kg) Weight (lb)
ccss48cs CS480 system 

coupling sleeve
1.4 3.5

Coupling Sleeve

Flange coupling for attaching 
enclosures. Turns through 340º 
with rotation limiter. Preset torque. 
Maintenance-free bearings. Type 
304 polished stainless steel finish. 
Includes gaskets and mounting 
hardware.     

Straight Coupling Catalog Number Description Weight (kg) Weight (lb)
CCSS48FC Straight coupling for 

enclosure
1.4 3.5

Rigid flange coupling with 15º 
angle of inclination for attaching 
enclosures. Type 304 polished 
stainless steel finish. Includes gaskets 
and mounting hardware.     

Angle Coupling

Catalog Number Description Weight (kg) Weight (lb)
CCSS48AC15 Angle coupling for 

enclosures
1.0 2.0
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Swivel base for mounting to 
machine or floor. Turns through 
340º with rotation limiter. 
Preset torque. Maintenance-
free bearings. Type 304 polished 
stainless steel finish. Includes 
gaskets. Base-mounting fasteners 
not provided.     

Swivel Base for External Attachment

Catalog Number Description Weight (kg) Weight (lb)
CCSS48BBRE Swivel base, external 4.2 9.5

Swivel base for mounting to machine 
or floor. Turns through 340º with 
rotation limiter. Preset torque. 
Maintenance-free bearings. Type 
304 polished stainless steel finish. 
Includes gaskets. Base-mounting 
fasteners not provided.    

Swivel Base for Internal Mounting

Catalog Number Description Weight (kg) Weight (lb)
CCSS48BBRI Swivel base, internal 4.2 9.5
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Use as base bracket or wall flange 
to mount to vertical or horizontal 
surfaces. Type 304 polished stainless 
steel finish. Includes gaskets. Base-
mounting fasteners not provided.     

Base Bracket/Wall Flange

Catalog Number Description Weight (kg) Weight (lb)
CCSS48BB Base bracket/wall 

flange
1.4 3.5

Rigid 15º coupling for direct 
mounting of enclosures to horizontal 
and vertical surfaces. Type 304 
polished stainless steel finish. 
Includes gaskets and enclosure 
mounting hardware. Bsae-mounting 
fasteners not provided.     

Base Bracket Angle Coupling

Catalog Number Description Weight (kg) Weight (lb)
CCSS48ACBB Base bracket angle 

coupling
1.9 4.5
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Swivel base external bracket 
coupling for mounting enclosures 
directly to a machine or the floor. 
Turns through 340 degrees with 
rotation limiter. Preset torque. 
Maintenance-free bearings. Type 
304 polished stainless steel finish. 
Includes gaskets and enclosure 
mounting hardware. Base-mounting 
fasteners not provided.     

Swivel Base External Bracket Coupling

Catalog Number Description Weight (kg) Weight (lb)
CCSS48BBCRE Swivel base external 

bracket coupling
4.5 9.92

Swivel base internal bracket coupling 
for directly mounting enclosures to a 
machine or the floor. Turns through 
340 degrees with rotation limiter. 
Preset torque. Maintenance-free 
bearings. Type 304 polished stainless 
steel finish. Includes gaskets and 
enclosure mounting hardware. Base-
mounting fasteners not provided 

Swivel Base Internal Bracket Coupling

Catalog Number Description Weight (kg) Weight (lb)
CCSS48BBCRI Swivel base internal 

bracket coupling
4.1 9.03
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Swivel wall coupling for direct 
mounting of enclosure to vertical 
machine surfaces. Turns through 
340º with rotation limiter. Cover 
to facilitate wiring. Preset torque. 
Maintenance-free bearings. Type 
304 polished stainless steel finish. 
Includes gaskets and enclosure 
mounting hardware. Wall-mounting 
fasteners not provided.     

Wall Coupling

Catalog Number Description Weight (kg) Weight (lb)
CCSS48WJC Wall coupling, vertical 

mount
7.3 16.09

Wall bracket with vertical socket 
for attachment to vertical surfaces. 
Cover to facilitate wiring. Type 
304 polished stainless steel finish. 
Includes gaskets. Wall-mounting 
fasteners not included.     

Wall Bracket

Catalog Number Description Weight (kg) Weight (lb)
CCSS48WJRV Wall bracket 7.7 16.25

Wall joint with vertical socket for 
mounting to vertical surfaces. Cover 
to facilitate wiring. Turns through 
340º with rotation limiter. Preset 
torque. Maintenance-free bearings. 
Type 304 polished stainless steel 
finish. Includes gaskets. Wall-
mounting fasteners not provided.     

Wall Joint

Catalog Number Description Weight (kg) Weight (lb)
CCSS48WJV Wall joint, verticle 

mount
7.3 16.09
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Application

The CS600 Stainless Steel Pendant Arm System is particularly well 
suited for suspending process and control equipment in the food 
and pharmaceutical industries, where ease of cleaning and corrosion 
resistance are particularly important.
Swivel brackets allow the equipment to swing out for use and to 
move out of the way when not needed. 
Preformed straight tubing and a variety of fittings are available to 
meet the requirements of many different applications. Brackets are 
available for wall or machine and floor mounting.
Different fittings offer different amounts of space for cables and 
leads. See the Cable Entry Space Dimension Drawing, which shows 
the dimensions at the narrowest point inside each fitting.
The wide variety of components permits a high level of flexibility in 
configuring the system. See the System Combinations Application 
Drawing for some possible combinations.
This system is rated for loads shown in the Load Diagram. See the 
CS480 section for smaller loads.

Construction

Tubing clamps into position for easy assembly and smooth •	
appearance
No external screws to trap dirt.•	
Load capacity 600 N (134.89 lbf) at 1m (39.37 in.). See Load •	
Capacity chart for details.
Fixed or swivel mounting, straight or at a 15-degree angle•	
90-degree fittings have a removable cover that allows easy access •	
for wiring
Anti-vibration capability•	

Finish

Tubing: Type 304 Stainless Steel
Fittings: Type 304 Stainless Steel

Industry Standards

IEC 60529, IP66

Fitting with Cover Removed

Rev. A  5/07
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Load Capacity
The load capacity of the CS600 pendant arm system is shown in the 
chart and diagram. Choose the CS480 system for larger loads.

Load Diagram
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The wide variety of components permits a high level of flexibility 
in configuring the system. Some possible combinations are shown 
below.

System Combinations Coupling Hole Geometry for Enclosure Machining

The coupling hole geometries for enclosure machining are shown in 
the Coupling Hole diagram.
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Cable Entry Space

Different fittings offer different amounts of space for cables and 
leads. These diagrams show the dimensions at the narrowest point 
inside each fitting.
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Tubes have 60.3mm (2.37 in.) outer 
diameter and are made from 3.6mm 
wall thickness stainless steel.     

Tubing

Catalog Number L (mm) L (in.) Weight (kg) Weight (lb)
CCSST25 250 9.84 1.18 2.6
CCSST50 500 19.69 2.36 5.2
CCSST75 750 29.53 3.40 7.5
CCSST100 1000 39.37 4.63 10.2
CCSST125 1250 49.21 5.85 12.9
CCSST150 1500 59.06 15.3 6.94

Flange coupling for mounting 
enclosures. Turns through 300 
degrees with rotation limiter. Preset 
torque. Maintenance-free bearings. 
Includes gaskets and mounting 
hardware.     

Coupling

Catalog Number Description Weight (kg) Weight (lb)
CCSSfc Stainless Steel 2.18 4.8
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Flange elbow coupling for attaching 
enclosures. Assembly aperture 
cover conceals screws for easier 
cleaning. Turns through 300 degrees 
with rotation limiter. Preset torque. 
Maintenance-free bearings. Includes 
gaskets and mounting hardware.     

Elbow Coupling

Catalog Number Description Weight (kg) Weight (lb)
CCSSEC Stainless Steel 6.49 14.3

Elbow for connecting two tubes at 
90 degrees. Includes screw cover 
and gaskets.     

Elbow

Catalog Number Description Weight (kg) Weight (lb)
CCSSE Stainless Steel 4.45 9.8
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Swivel base for mounting to machine 
or floor. Turns through 300 degrees 
with rotation limiter. Preset torque. 
Maintenance-free bearings. Includes 
gaskets. Wall-mounting fasteners not 
provided.     

Swivel Base

Catalog Number Description Weight (kg) Weight (lb)
CCSSBBT Stainless Steel 5.72 12.6

Wall flange or base bracket for 
mounting to horizontal and vertical 
surfaces. Includes gaskets. Wall 
mounting fasteners not provided. 

Wall Flange/Base Bracket

Catalog Number Description Weight (kg) Weight (lb)
CCSSWFB Stainless Steel 3.67 8.1
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Top-mounted joint for mounting 
to horizontal surfaces. Assembly 
aperture cover conceals screws for 
easier cleaning. Turns through 300 
degrees with rotation limiter. Preset 
torque. Maintenance-free bearings. 
Includes gaskets. Wall-mounting 
fasteners not provided.     

Top-Mounted Joint

Catalog Number Description Weight (kg) Weight (lb)
CCSSSJ Stainless steel 13.65 30.1

Wall joint for mounting to vertical 
surfaces. Assembly aperture cover 
conceals screws for easier cleaning. 
Turns through 300 degrees  with 
rotation limiter. Preset torque. 
Maintenance-free bearings. Includes 
gaskets. Wall-mounting fasteners not 
provided. 

Wall Joint Catalog Number Description Weight (kg) Weight (lb)
CCSSWJ Stainless steel 16.01 35.3
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Application

Designed to house a variety of electronic control or instrumentation 
devices, consolets provide protection from dust, dirt, oil, and water. 
Flexible design allows for mounting on either of two sides, creating 
control surfaces of 30 degrees or 60 degrees. Consolets can be 
mounted on desktops, pedestals, or other flat surfaces.
NOTE: See Corrosion-Resistant Enclosures for information on related stainless 
steel products.

Construction

14 gauge steel •	
Seams continuously welded and ground smooth; no holes or •	
knockouts
Captivated cover screws thread into sealed wells•	
Bonding provision on cover•	

Oil-resistant gasket and adhesive•	
Control panel attached with continuous hinge along bottom edge•	

Finish

ANSI 61 gray polyester powder paint inside and out over 
phosphatized surfaces.

Industry Standards

UL 508A, File Number E61997: Type 12, 13
NEMA/EEMAC Type 12, 13 
CSA File Number 42186: Type 12
IEC 60529, IP65

Accessories

See Accessories chapter.
Corrosion Inhibitors
Latch Kits
Mounting Bracket Kit
Pedestals
Touch-Up Paint (ATPPY61)
Window Kit

Standard Sizes Consolets
Catalog 
Number

A x B x C 
in. (mm) E (in.) E (mm) H (in.) H (mm) J (in.) J (mm) K (in.) K (mm) L (in.) L (mm) N (in.) N (mm)

C8C8 8.00 x 8.00 x 7.09  
(203 x 203 x 180)

5.62 143 8.28 210 8.28 210 7.50 191 6.62 168 7.44 189

C8C12 8.00 x 12.00 x 7.09  
(203 x 305 x 180)

5.62 143 8.28 210 12.28 312 11.50 292 6.62 168 7.44 189

C8C16 8.00 x 16.00 x 7.09  
(203 x 406 x 180)

5.62 143 8.28 210 16.28 414 15.50 394 6.62 168 7.44 189

C8C20 8.00 x 20.00 x 7.09  
(203 x 508 x 180)

5.62 143 8.28 210 20.28 515 19.50 495 6.62 168 7.44 189

C12C12 12.00 x 12.00 x 9.09  
(305 x 305 x 231)

7.62 194 12.28 312 12.28 312 11.50 292 10.62 270 10.91 277

C12C16 12.00 x 16.00 x 9.09  
(305 x 406 x 231)

7.62 194 12.28 312 16.28 414 15.50 394 10.62 270 10.91 277

C12C20 12.00 x 20.00 x 9.09  
(305 x 508 x 231)

7.62 194 12.28 312 20.28 515 19.50 495 10.62 270 10.91 277

C12C24 12.00 x 24.00 x 9.09  
(305 x 610 x 231)

7.62 194 12.28 312 24.28 617 23.50 597 10.62 270 10.91 277

C16C16 16.00 x 16.00 x 11.09  
(406 x 406 x 282)

9.62 244 16.28 414 16.28 414 15.50 394 14.62 371 14.38 365

C16C20 16.00 x 20.00 x 11.09  
(406 x 508 x 282)

9.62 244 16.28 414 20.28 515 19.50 495 14.62 371 14.38 365

C16C24 16.00 x 24.00 x 11.09  
(406 x 610 x 282)

9.62 244 16.28 414 24.28 617 23.50 597 14.62 371 14.38 365

C16C30 16.00 x 30.00 x 11.09  
(406 x 762 x 282)

9.62 244 16.28 414 30.28 769 29.50 749 14.62 371 14.38 365

C16C36 16.00 x 36.00 x 11.09  
(406 x 914 x 282)

9.62 244 16.28 414 36.28 922 35.50 902 14.62 371 14.38 365

C20C20 20.00 x 20.00 x 13.09  
(508 x 508 x 332)

11.62 295 20.28 515 20.28 515 18.62 473 18.62 473 17.84 453

C20C24 20.00 x 24.00 x 13.09  
(508 x 610 x 332)

11.62 295 20.28 515 24.28 617 22.62 575 18.62 473 17.84 453

C20C30 20.00 x 30.00 x 13.09  
(508 x 762 x 332)

11.62 295 20.28 515 30.28 769 28.62 727 18.62 473 17.84 453

Standard Sizes Columns and Bases
Catalog Number Size Description
A44CCOL 4.00 x 4.00

(102 x 102)
Straight Pedestal Column

A66CCOL 6.00 x 6.00
(152 x 152)

Straight Pedestal Column

A18SBASE 18.00 x 18.00
(457 x 457)

Pedestal Base

A24SBASE 24.00 x 24.00
(610 x 610)

Pedestal Base
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Application
Designed to hold 30.5mm or 22.5mm oil-tight pushbuttons, 
switches, and pilot lights where slanted control surfaces are desired. 
Sloping front pushbutton enclosures provide protection against dirt, 
dust, oil, and water.

Construction
14 gauge steel •	
Seams continuously welded and ground smooth •	
Captivated cover screws thread into sealed wells •	
Grounding stud in body of enclosure •	
Bonding provision on cover •	
Oil-resistant gasket and adhesive •	

4-way pushbutton holes accept all brands of oiltight pushbuttons, •	
switches, and pilot lights 
Enclosures 7.25 x 6.25 x 6.75 in. (184 x 159 x 171mm) and larger •	
have internal detachable hinge to hold cover open during wiring, 
yet permit immediate removal 
Larger enclosures with standard mounting brackets removed are •	
ideally suited for mounting on pedestals

Finish
ANSI 61 gray polyester powder paint inside and out over 
phosphatized surfaces.

Industry Standards
UL 508A, File Number E61997: Type 12, 13 
NEMA/EEMAC Type 12, 13 
CSA File Number 42186: Type 12 
IEC 60529, IP65

Accessories
See Accessories chapter.
Corrosion Inhibitors
Oiltight Hole Seals
Pedestals
Tamper Resistant Screws
Touch-Up Paint (ATPPY61)

Standard Sizes Sloping Front 30.5mm and 22.5mm Pushbutton Enclosures with Panels
 
Catalog 
Number

 
A x B x C 
in. (mm)

Hole 
Size 
(mm) 

 
Number 
of Holes 

Mounting  
G x H  
in. (mm)

Overall  
L x W  
in. (mm)

 
N  
(in.) 

 
N  
(mm) 

 
P  
(in.) 

 
P  
(mm) 

 
T  
(in.) 

 
T  
(mm) 

 
X  
(in.) 

 
X  
(mm) 

 
Y  
(in.) 

 
Y  
(mm) 

E1PBA 3.50 x 3.25 x 4.84 
(89 x 83 x 123)

30.5 1 4.03 x 2.38 
(102 x 60)

4.53 x 3.47 
(115 x 88)

3.53 90 3.34 85 3 76 1.73 44 1.86 47

E1PBAM 3.50 x 3.25 x 4.84 
(89 x 83 x 123)

22.5 1 4.03 x 2.38 
(102 x 60)

4.53 x 3.47 
(115 x 88)

3.53 90 3.34 85 3 76 1.73 44 1.86 47

E2PBA 3.50 x 5.50 x 4.84 
(89 x 140 x 123)

30.5 2 4.03 x 4.62 
(102 x 117)

4.53 x 5.72 
(115 x 145)

3.53 90 3.34 85 5.25 133 1.73 44 1.86 47

E2PBAM 3.50 x 5.50 x 4.84 
(89 x 140 x 123)

22.5 2 4.03 x 4.62 
(102 x 117)

4.53 x 5.72 
(115 x 145)

3.53 90 3.34 85 5.25 133 1.73 44 1.86 47

E3PBA 3.50 x 7.75 x 4.84 
(89 x 197 x 123)

30.5 3 4.03 x 6.88 
(102 x 175)

4.53 x 7.97 
(115 x 202)

3.53 90 3.34 85 7.5 191 1.73 44 1.86 47

E3PBAM 3.50 x 7.75 x 4.84 
(89 x 197 x 123)

22.5 3 4.03 x 6.88 
(102 x 175)

4.53 x 7.97 
(115 x 202)

3.53 90 3.34 85 7.5 191 1.73 44 1.86 47

E4PBA 3.50 x 10.00 x 4.84 
(89 x 254 x 123)

30.5 4 4.03 x 9.12 
(102 x 232)

4.53 x 10.22 
(115 x 260)

3.53 90 3.34 85 9.75 248 1.73 44 1.86 47

E4PBAM 3.50 x 10.00 x 4.84 
(89 x 254 x 123)

22.5 4 4.03 x 9.12 
(102 x 232)

4.53 x 10.22 
(115 x 260)

3.53 90 3.34 85 9.75 248 1.73 44 1.86 47

E4SPBA 7.25 x 6.25 x 6.75 
(184 x 159 x 171)

30.5 4 7.28 x 5.38 
(185 x 137)

7.78 x 6.47 
(198 x 164)

6.78 172 5.22 133 6 152 2.11 54 2.61 66

E4SPBAM 7.25 x 6.25 x 6.75 
(184 x 159 x 171)

22.5 4 7.28 x 5.38 
(185 x 137)

7.78 x 6.47 
(198 x 164)

6.78 172 5.22 133 6 152 2.11 54 2.61 66

E6PBA 7.25 x 8.50 x 6.75 
(184 x 216 x 171)

30.5 6 7.28 x 7.62 
(185 x 194)

7.78 x 8.72 
(198 x 221)

6.78 172 5.22 133 8.25 210 2.11 54 2.61 66

E6PBAM 7.25 x 8.50 x 6.75 
(184 x 216 x 171)

22.5 6 7.28 x 7.62 
(185 x 194)

7.78 x 8.72 
(198 x 221)

6.78 172 5.22 133 8.25 210 2.11 54 2.61 66

E8PBA 7.25 x 10.75 x 6.75 
(184 x 273 x 171)

30.5 8 7.28 x 9.88 
(185 x 251)

7.78 x 10.97 
(198 x 279)

6.78 172 5.22 133 10.5 267 2.11 54 2.61 66

E8PBAM 7.25 x 10.75 x 6.75 
(184 x 273 x 171)

22.5 8 7.28 x 9.88 
(185 x 251)

7.78 x 10.97 
(198 x 279)

6.78 172 5.22 133 10.5 267 2.11 54 2.61 66

E9PBA 9.50 x 8.50 x 7.88 
(241 x 216 x 200)

30.5 9 9.25 x 7.62 
(235 x 194)

9.73 x 8.72 
(247 x 221)

8.73 222 6.34 161 8.25 210 2.11 54 2.61 66

E9PBAM 9.50 x 8.50 x 7.88 
(241 x 216 x 200)

22.5 9 9.25 x 7.62 
(235 x 194)

9.73 x 8.72 
(247 x 221)

8.73 222 6.34 161 8.25 210 2.11 54 2.61 66

E10PBA 7.25 x 13.00 x 6.75 
(184 x 330 x 171)

30.5 10 7.28 x 12.12 
(185 x 308)

7.78 x 13.22 
(198 x 336)

6.78 172 5.22 133 12.75 324 2.11 54 2.61 66

E10PBAM 7.25 x 13.00 x 6.75 
(184 x 330 x 171)

22.5 10 7.28 x 12.12 
(185 x 308)

7.78 x 13.22 
(198 x 336)

6.78 172 5.22 133 12.75 324 2.11 54 2.61 66

E12PBA 7.25 x 15.25 x 6.75 
(184 x 387 x 171)

30.5 12 7.28 x 14.38 
(185 x 365)

7.78 x 15.47 
(198 x 393)

6.78 172 5.22 133 15 381 2.11 54 2.61 66

E12PBAM 7.25 x 15.25 x 6.75 
(184 x 387 x 171)

22.5 12 7.28 x 14.38 
(185 x 365)

7.78 x 15.47 
(198 x 393)

6.78 172 5.22 133 15 381 2.11 54 2.61 66
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Catalog 
Number

 
A x B x C 
in. (mm)

Hole 
Size 
(mm) 

 
Number 
of Holes 

Mounting  
G x H  
in. (mm)

Overall  
L x W  
in. (mm)

 
N  
(in.) 

 
N  
(mm) 

 
P  
(in.) 

 
P  
(mm) 

 
T  
(in.) 

 
T  
(mm) 

 
X  
(in.) 

 
X  
(mm) 

 
Y  
(in.) 

 
Y  
(mm) 

E12SPBA 11.75 x 8.50 x 9.00 
(298 x 216 x 229)

30.5 12 11.19 x 7.62 
(284 x 194)

11.69 x 8.72 
(297 x 221)

10.69 272 7.47 190 8.25 210 2.11 54 2.61 66

E12SPBAM 11.75 x 8.50 x 9.00 
(298 x 216 x 229)

22.5 12 11.19 x 7.62 
(284 x 194)

11.69 x 8.72 
(297 x 221)

10.69 272 7.47 190 8.25 210 2.11 54 2.61 66

E16SPBAH 7.25 x 19.75 x 6.75 
(184 x 502 x 171)

30.5 16 7.28 x 18.88 
(185 x 480)

7.78 x 19.97 
(198 x 507)

6.78 172 5.22 133 19.5 495 2.11 54 2.61 66

E16SPBAHM 7.25 x 19.75 x 6.75 
(184 x 502 x 171)

22.5 16 7.28 x 18.88 
(185 x 480)

7.78 x 19.97 
(198 x 507)

6.78 172 5.22 133 19.5 495 2.11 54 2.61 66

E16PBA 11.75 x 10.75 x 9.00 
(298 x 273 x 229)

30.5 16 11.19 x 9.88 
(284 x 251)

11.69 x 10.97 
(297 x 279)

10.69 272 7.47 190 10.5 267 2.11 54 2.61 66

E16PBAM 11.75 x 10.75 x 9.00 
(298 x 273 x 229)

22.5 16 11.19 x 9.88 
(284 x 251)

11.69 x 10.97 
(297 x 279)

10.69 272 7.47 190 10.5 267 2.11 54 2.61 66

E20PBA 11.75 x 13.00 x 9.00 
(298 x 330 x 229)

30.5 20 11.19 x 12.12 
(284 x 308)

11.69 x 13.22 
(297 x 336)

10.69 272 7.49 190 12.75 324 2.11 54 2.61 66

E20PBAM 11.75 x 13.00 x 9.00 
(298 x 330 x 229)

22.5 20 11.19 x 12.12 
(284 x 308)

11.69 x 13.22 
(297 x 336)

10.69 272 7.49 190 12.75 324 2.11 54 2.61 66

E25PBA 14.00 x 13.00 x 10.12 
(356 x 330 x 257)

30.5 25 13.12 x 12.12 
(333 x 308)

13.62 x 13.22 
(346 x 336)

12.62 321 8.59 218 12.75 324 2.11 54 2.61 66

E25PBAM 14.00 x 13.00 x 10.12 
(356 x 330 x 257)

22.5 25 13.12 x 12.12 
(333 x 308)

13.62 x 13.22 
(346 x 336)

12.62 321 8.59 218 12.75 324 2.11 54 2.61 66

E30PBA 14.00 x 15.25 x 10.12 
(356 x 387 x 257)

30.5 30 13.12 x 14.38 
(333 x 365)

13.62 x 15.47 
(346 x 393)

12.62 321 8.59 218 15 381 2.11 54 2.61 66

E30PBAM 14.00 x 15.25 x 10.12 
(356 x 387 x 257)

22.5 30 13.12 x 14.38 
(333 x 365)

13.62 x 15.47 
(346 x 393)

12.62 321 8.59 218 15 381 2.11 54 2.61 66
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Application

Designed to hold 30.5mm or 22.5mm oiltight pushbuttons, switches, 
and pilot lights with extra size to allow 2.50 inches between centers 
of pushbutton holes. Enclosures provide protection against dirt, 
dust, oil, and water.

Construction

14 gauge steel•	
Seams continuously welded and ground smooth•	
Captivated cover screws thread into sealed wells•	
Cover attached to body with continuous hinge•	
4-way pushbutton holes accept all brands of oiltight pushbuttons, •	
switches, and pilot lights 

Oil-resistant gasket and adhesive•	
Removable 14 gauge panel included, supported by weldnuts•	
Bonding provision on cover•	

Finish

ANSI 61 gray polyester powder paint inside and out over 
phosphatized surfaces. Panels are white.

Industry Standards

UL 508A, File Number E61997: Type 12, 13
NEMA/EEMAC Type 12, 13
JIC Standard EGP-1-1967 and EMP-1-1967
CSA File Number 42186: Type 12
IEC 60529, IP65

Accessories

See Accessories chapter.
Corrosion Inhibitors
Oiltight Hole Seals
Pedestals
Tamper Resistant Screws
Touch-Up Paint (ATPPY61)

Standard Sizes Extra-Large 30.5mm and 22.5mm Pushbutton Enclosures with Panels

Catalog  
Number

A x B x C 
in. (mm) Hole Size (mm)

Number of 
Holes

Panel Size D x E 
(inch)

Panel Size D x E 
(mm)

Mounting G x H 
(inch)

Mounting G x H  
(mm)

E4SPBY25 8.50 x 7.50 x 6.00  
(216 x 191 x 152)

30.5 4 6.50 x 5.50 165 x 140 9.00 x 6.62 229 x 168

E4SPBY25M 8.50 x 7.50 x 6.00  
(216 x 191 x 152)

22.5 4 6.50 x 5.50 165 x 140 9.00 x 6.62 229 x 168

E6PBY25 11.00 x 7.50 x 6.00  
(279 x 191 x 152)

30.5 6 9.00 x 5.50 229 x 140 11.50 x 6.62 292 x 168

E6PBY25M 11.00 x 7.50 x 6.00  
(279 x 191 x 152)

22.5 6 9.00 x 5.50 229 x 140 11.50 x 6.62 292 x 168

E9PBY25 11.00 x 10.00 x 6.00  
(279 x 254 x 152)

30.5 9 9.00 x 8.00 229 x 203 11.50 x 9.12 292 x 232

E9PBY25M 11.00 x 10.00 x 6.00  
(279 x 254 x 152)

22.5 9 9.00 x 8.00 229 x 203 11.50 x 9.12 292 x 232

E12PBY25 13.50 x 10.00 x 6.00  
(343 x 254 x 152)

30.5 12 11.50 x 8.00 292 x 203 14.00 x 9.12 356 x 232

E12PBY25M 13.50 x 10.00 x 6.00  
(343 x 254 x 152)

22.5 12 11.50 x 8.00 292 x 203 14.00 x 9.12 356 x 232

E16PBY25 13.50 x 12.50 x 6.00  
(343 x 318 x 152)

30.5 16 11.50 x 10.50 292 x 267 14.00 x 11.62 356 x 295

E16PBY25M 13.50 x 12.50 x 6.00  
(343 x 318 x 152)

22.5 16 11.50 x 10.50 292 x 267 14.00 x 11.62 356 x 295

E20PBY25 16.00 x 12.50 x 6.00  
(406 x 318 x 152)

30.5 20 14.00 x 10.50 356 x 267 16.50 x 11.62 419 x 295

E20PBY25M 16.00 x 12.50 x 6.00  
(406 x 318 x 152)

22.5 20 14.00 x 10.50 356 x 267 16.50 x 11.62 419 x 295

E25PBY25 16.00 x 15.00 x 6.00  
(406 x 381 x 152)

30.5 25 14.00 x 13.00 356 x 330 16.50 x 14.12 419 x 359

E25PBY25M 16.00 x 15.00 x 6.00  
(406 x 381 x 152)

22.5 25 14.00 x 13.00 356 x 330 16.50 x 14.12 419 x 359

E30PBY25 18.50 x 15.00 x 6.00  
(470 x 381 x 152)

30.5 30 16.50 x 13.00 419 x 330 19.00 x 14.12 483 x 359

E30PBY25M 18.50 x 15.00 x 6.00  
(470 x 381 x 152)

22.5 30 16.50 x 13.00 419 x 330 19.00 x 14.12 483 x 359

E36PBY25 18.50 x 17.50 x 6.00  
(470 x 445 x 152)

30.5 36 16.50 x 15.50 419 x 394 19.00 x 16.62 483 x 422

E36PBY25M 18.50 x 17.50 x 6.00  
(470 x 445 x 152)

22.5 36 16.50 x 15.50 419 x 394 19.00 x 16.62 483 x 422

E42PBY25 21.00 x 17.50 x 6.00  
(533 x 445 x 152)

30.5 42 19.00 x 15.50 483 x 394 21.50 x 16.62 546 x 422

E42PBY25M 21.00 x 17.50 x 6.00  
(533 x 445 x 152)

22.5 42 19.00 x 15.50 483 x 394 21.50 x 16.62 546 x 422
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Application

Designed to hold 30.5mm or 22.5mm oiltight pushbuttons, switches, 
and pilot lights. Enclosures provide protection against dirt, dust, 
oil, and water. Extra-deep design accommodates additional contact 
blocks for pushbuttons.

NOTE: See Corrosion-Resistant Enclosures for information on related stainless 
steel products.

Construction

16 or 14 gauge steel; 14 gauge bodies, 16 gauge covers •	
Seams continuously welded and ground smooth•	
Captivated cover screws thread into sealed wells•	

Grounding stud in body of enclosure•	
Bonding provision on cover•	
Oil-resistant gasket and adhesive•	
4-way pushbutton holes accept all brands of oiltight pushbuttons, •	
switches, and pilot lights
Enclosures 6.00 x 4.00 x 4.75 in. (152 x 102 x 121mm) and larger •	
have internal detachable hinge to hold cover open during wiring, 
yet permit immediate removal

Finish

ANSI 61 gray polyester powder paint inside and out over 
phosphatized surfaces.

Industry Standards

UL 508A, File Number E61997: Type 12, 13 
NEMA/EEMAC Type 12, 13 
JIC Standard EGP-1-1967 
CSA File Number 42186: Type 12 
IEC 60529, IP65

Accessories

See Accessories chapter.
Corrosion Inhibitors 
Oiltight Hole Seals 
Pedestals 
Tamper Resistant Screws 
Touch-Up Paint (ATPPY61)

Standard Sizes Extra-Deep 30.5mm and 22.5mm Pushbutton Enclosures
Catalog 
Number

A x B x C 
in. (mm)

Hole Size 
(mm)

Number  
of Holes Gauge

Mounting  
G x H (in.)

Mounting  
G x H (mm)

Overall  
L x W (in.)

Overall  
L x W (mm) T (in.) T (mm) Y (in.) Y (mm)

E1PBX 4.00 x 4.00 x 4.75  
(102 x 102 x 121)

30.5 1 16 4.50 x 3.12 114 x 79 5.00 x 4.22 127 x 107 3.75 95 2.11 54

E1PBXM 4.00 x 4.00 x 4.75  
(102 x 102 x 121)

22.5 1 16 4.50 x 3.12 114 x 79 5.00 x 4.22 127 x 107 3.75 95 2.11 54

E2PBX 6.00 x 4.00 x 4.75  
(152 x 102 x 121)

30.5 2 14 6.50 x 3.12 165 x 79 7.00 x 4.22 178 x 107 3.75 95 1.98 50

E2PBXM 6.00 x 4.00 x 4.75  
(152 x 102 x 121)

22.5 2 14 6.50 x 3.12 165 x 79 7.00 x 4.22 178 x 107 3.75 95 1.98 50

E3PBX 8.00 x 4.00 x 4.75  
(203 x 102 x 121)

30.5 3 14 8.50 x 3.12 216 x 79 9.00 x 4.22 229 x 107 3.75 95 1.86 47

E3PBXM 8.00 x 4.00 x 4.75  
(203 x 102 x 121)

22.5 3 14 8.50 x 3.12 216 x 79 9.00 x 4.22 229 x 107 3.75 95 1.86 47

E4PBX 10.00 x 4.00 x 4.75  
(254 x 102 x 121)

30.5 4 14 10.50 x 3.12 267 x 79 11.00 x 4.22 279 x 107 3.75 95 1.73 44

E4PBXM 10.00 x 4.00 x 4.75  
(254 x 102 x 121)

22.5 4 14 10.50 x 3.12 267 x 79 11.00 x 4.22 279 x 107 3.75 95 1.73 44

E4SPBX 7.25 x 6.25 x 4.75  
(184 x 159 x 121)

30.5 4 14 7.75 x 5.38 197 x 137 8.25 x 6.47 210 x 164 6.00 152 2.61 66

E4SPBXM 7.25 x 6.25 x 4.75  
(184 x 159 x 121)

22.5 4 14 7.75 x 5.38 197 x 137 8.25 x 6.47 210 x 164 6.00 152 2.61 66

E6PBX 9.50 x 6.25 x 4.75  
(241 x 159 x 121)

30.5 6 14 10.00 x 5.38 254 x 137 10.50 x 6.47 267 x 164 6.00 152 2.61 66

E6PBXM 9.50 x 6.25 x 4.75  
(241 x 159 x 121)

22.5 6 14 10.00 x 5.38 254 x 137 10.50 x 6.47 267 x 164 6.00 152 2.61 66

E9PBX 9.50 x 8.50 x 4.75  
(241 x 216 x 121)

30.5 9 14 10.00 x 7.62 254 x 194 10.50 x 8.72 267 x 221 8.25 210 2.61 66

E9PBXM 9.50 x 8.50 x 4.75  
(241 x 216 x 121)

22.5 9 14 10.00 x 7.62 254 x 194 10.50 x 8.72 267 x 221 8.25 210 2.61 66

E10PBX 14.00 x 6.25 x 4.75  
(356 x 159 x 121)

30.5 10 14 14.50 x 5.38 368 x 137 15.00 x 6.47 381 x 164 6.00 152 2.61 66

E10PBXM 14.00 x 6.25 x 4.75  
(356 x 159 x 121)

22.5 10 14 14.50 x 5.38 368 x 137 15.00 x 6.47 381 x 164 6.00 152 2.61 66
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Catalog 
Number

A x B x C 
in. (mm)

Hole Size 
(mm)

Number  
of Holes Gauge

Mounting  
G x H (in.)

Mounting  
G x H (mm)

Overall  
L x W (in.)

Overall  
L x W (mm) T (in.) T (mm) Y (in.) Y (mm)

E12PBX 11.75 x 8.50 x 4.75  
(298 x 216 x 121)

30.5 12 14 12.25 x 7.62 311 x 194 12.75 x 8.72 324 x 221 8.25 210 2.61 66

E12PBXM 11.75 x 8.50 x 4.75  
(298 x 216 x 121)

22.5 12 14 12.25 x 7.62 311 x 194 12.75 x 8.72 324 x 221 8.25 210 2.61 66

E16SPBXV 20.75 x 6.25 x 4.75  
(527 x 159 x 121)

30.5 16 14 21.25 x 5.38 540 x 137 21.75 x 6.47 552 x 164 6.00 152 2.61 66

E16SPBXVM 20.75 x 6.25 x 4.75  
(527 x 159 x 121)

22.5 16 14 21.25 x 5.38 540 x 137 21.75 x 6.47 552 x 164 6.00 152 2.61 66

E16PBX 11.75 x 10.75 x 4.75  
(298 x 273 x 121)

30.5 16 14 12.25 x 9.88 311 x 251 12.75 x 10.97 324 x 279 10.50 267 2.61 66

E16PBXM 11.75 x 10.75 x 4.75  
(298 x 273 x 121)

22.5 16 14 12.25 x 9.88 311 x 251 12.75 x 10.97 324 x 279 10.50 267 2.61 66

E20PBX 14.00 x 10.75 x 4.75  
(356 x 273 x 121)

30.5 20 14 14.50 x 9.88 368 x 251 15.00 x 10.97 381 x 279 10.50 267 2.61 66

E20PBXM 14.00 x 10.75 x 4.75  
(356 x 273 x 121)

22.5 20 14 14.50 x 9.88 368 x 251 15.00 x 10.97 381 x 279 10.50 267 2.61 66

E25PBX 14.00 x 13.00 x 4.75  
(356 x 330 x 121)

30.5 25 14 14.50 x 12.12 368 x 308 15.00 x 13.22 381 x 336 12.75 324 2.61 66

E25PBXM 14.00 x 13.00 x 4.75  
(356 x 330 x 121)

22.5 25 14 14.50 x 12.12 368 x 308 15.00 x 13.22 381 x 336 12.75 324 2.61 66

Standard Sizes Extra-Deep 30.5mm and 22.5mm Pushbutton Enclosures (Cont.)
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Application

Designed to hold 30.5mm or 22.5mm oiltight pushbuttons, switches, 
and pilot lights. Enclosures provide protection against dirt, dust, oil, 
and water.
NOTE:  See Corrosion-Resistant Enclosures for information on related stainless 
steel products.

Construction

16 or 14 gauge steel; 14 gauge bodies, 16 gauge covers •	
Seams continuously welded and ground smooth•	
Captivated cover screws thread into sealed wells•	

Grounding stud in body of enclosure•	
Bonding provision on cover•	
Oil-resistant gasket and adhesive•	
4-way pushbutton holes accept all brands of oiltight pushbuttons, •	
switches, and pilot lights 
Enclosures with more than one column of pushbutton holes have •	
internal detachable hinge to hold cover open during wiring, yet 
permit immediate removal

Finish

ANSI 61 gray polyester powder paint inside and out over 
phosphatized surfaces.

Industry Standards

UL 508A, File Number E61997: Type 12, 13
NEMA/EEMAC Type 12, 13
JIC Standard EGP-1-1967
CSA File Number 42186: Type 12
IEC 60529, IP65

Accessories

See Accessories chapter.
Corrosion Inhibitors
Oiltight Hole Seals
Pedestals
Tamper Resistant Screws
Touch-Up Paint (ATPPY61)

Standard Sizes 30.5mm and 22.5mm Pushbutton Enclosures
Catalog 
Number

A x B x C 
in. (mm)

Hole Size 
(mm)

Number 
of Holes Ga.

Mounting  
G x H (in.)

Mounting  
G x H (mm)

Overall  
L x W (in.)

Overall  
L x W (mm)

J 
(in.)

J 
(mm)

T 
(in.)

T 
(mm)

X 
(in.)

X 
(mm)

Y 
(in.)

Y 
(mm)

E1PB 3.50 x 3.25 x 2.75  
(89 x 83 x 70)

30.5 1 16 4.00 x 2.38 102 x 60 4.50 x 3.47 114 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E1PBG 3.50 x 3.25 x 2.75  
(89 x 83 x 70)

22.5 1 16 4.00 x 2.38 102 x 60 4.50 x 3.47 114 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E2PB 5.75 x 3.25 x 2.75  
(146 x 83 x 70)

30.5 2 16 6.25 x 2.38 159 x 60 6.75 x 3.47 171 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E2PBG 5.75 x 3.25 x 2.75  
(146 x 83 x 70)

22.5 2 16 6.25 x 2.38 159 x 60 6.75 x 3.47 171 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E3PB 8.00 x 3.25 x 2.75  
(203 x 83 x 70)

30.5 3 14 8.50 x 2.38 216 x 60 9.00 x 3.47 229 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E3PBG 8.00 x 3.25 x 2.75  
(203 x 83 x 70)

22.5 3 14 8.50 x 2.38 216 x 60 9.00 x 3.47 229 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E4PB 10.25 x 3.25 x 2.75  
(260 x 83 x 70)

30.5 4 14 10.75 x 2.38 273 x 60 11.25 x 3.47 286 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E4PBG 10.25 x 3.25 x 2.75  
(260 x 83 x 70)

22.5 4 14 10.75 x 2.38 273 x 60 11.25 x 3.47 286 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E4SPB 7.25 x 6.25 x 3.00  
(184 x 159 x 76)

30.5 4 14 7.75 x 5.38 197 x 137 8.25 x 6.47 210 x 164 2.56 65 6.00 152 2.11 54 2.61 66

E4SPBG 7.25 x 6.25 x 3.00  
(184 x 159 x 76)

22.5 4 14 7.75 x 5.38 197 x 137 8.25 x 6.47 210 x 164 2.56 65 6.00 152 2.11 54 2.61 66

E5PB 12.50 x 3.25 x 2.75  
(317 x 83 x 70)

30.5 5 14 13.00 x 2.38 330 x 60 13.50 x 3.47 343 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E5PBG 12.50 x 3.25 x 2.75  
(317 x 83 x 70)

22.5 5 14 13.00 x 2.38 330 x 60 13.50 x 3.47 343 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E6PBVL 14.75 x 3.25 x 2.75  
(375 x 83 x 70)

30.5 6 14 15.25 x 2.38 387 x 60 15.75 x 3.47 400 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E6PBGVL 14.75 x 3.25 x 2.75  
(375 x 83 x 70)

22.5 6 14 15.25 x 2.38 387 x 60 15.75 x 3.47 400 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E6PB 9.50 x 6.25 x 3.00  
(241 x 159 x 76)

30.5 6 14 10.00 x 5.38 254 x 137 10.50 x 6.47 267 x 164 2.56 65 6.00 152 2.11 54 2.61 66

E6PBG 9.50 x 6.25 x 3.00  
(241 x 159 x 76)

22.5 6 14 10.00 x 5.38 254 x 137 10.50 x 6.47 267 x 164 2.56 65 6.00 152 2.11 54 2.61 66

E8PB 20.25 x 3.25 x 2.75  
(514 x 83 x 70)

30.5 8 14 20.75 x 2.38 527 x 60 21.25 x 3.47 540 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E8PBG 20.25 x 3.25 x 2.75  
(514 x 83 x 70)

22.5 8 14 20.75 x 2.38 527 x 60 21.25 x 3.47 540 x 88 2.31 59 3.00 76 1.73 44 1.86 47
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Catalog 
Number

A x B x C 
in. (mm)

Hole Size 
(mm)

Number 
of Holes Ga.

Mounting  
G x H (in.)

Mounting  
G x H (mm)

Overall  
L x W (in.)

Overall  
L x W (mm)

J 
(in.)

J 
(mm)

T 
(in.)

T 
(mm)

X 
(in.)

X 
(mm)

Y 
(in.)

Y 
(mm)

E9PB 9.50 x 8.50 x 3.00  
(241 x 216 x 76)

30.5 9 14 10.00 x 7.62 254 x 194 10.50 x 8.72 267 x 221 2.56 65 8.25 210 2.11 54 2.61 66

E9PBG 9.50 x 8.50 x 3.00  
(241 x 216 x 76)

22.5 9 14 10.00 x 7.62 254 x 194 10.50 x 8.72 267 x 221 2.56 65 8.25 210 2.11 54 2.61 66

E10PB 24.75 x 3.25 x 2.75  
(629 x 83 x 70)

30.5 10 14 25.25 x 2.38 641 x 60 25.75 x 3.47 654 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E10PBG 24.75 x 3.25 x 2.75  
(629 x 83 x 70)

22.5 10 14 25.25 x 2.38 641 x 60 25.75 x 3.47 654 x 88 2.31 59 3.00 76 1.73 44 1.86 47

E12PB 11.75 x 8.50 x 3.00  
(298 x 216 x 76)

30.5 12 14 12.25 x 7.62 311 x 194 12.75 x 8.72 324 x 221 2.56 65 8.25 210 2.11 54 2.61 66

E12PBG 11.75 x 8.50 x 3.00  
(298 x 216 x 76)

22.5 12 14 12.25 x 7.62 311 x 194 12.75 x 8.72 324 x 221 2.56 65 8.25 210 2.11 54 2.61 66

E16PB 11.75 x 10.75 x 3.00 
(298 x 273 x 76)

30.5 16 14 12.25 x 9.88 311 x 251 12.75 x 10.97 324 x 279 2.56 65 10.50 267 2.11 54 2.61 66

E16PBG 11.75 x 10.75 x 3.00  
(298 x 273 x 76)

22.5 16 14 12.25 x 9.88 311 x 251 12.75 x 10.97 324 x 279 2.56 65 10.50 267 2.11 54 2.61 66

Standard Sizes 30.5mm and 22.5mm Pushbutton Enclosures (Cont.)
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Application

Designed to hold oiltight pushbuttons, switches, and pilot lights that 
mount in 30.5mm or 22.5mm 4-way pushbutton holes. Enclosures 
provide protection against dirt, dust, and water.

Construction

Drawn 16 gauge steel; no welded seams or sharp corners•	
Cover screws thread into enclosure outside gasket line to prevent •	
leakage through cover screw holes
Flanged cover•	
Grounding stud in body of enclosure•	
Bonding provision on cover•	
Oil-resistant gasket and adhesive•	

Finish

ANSI 61 gray polyester powder paint inside and out over 
phosphatized surfaces.

Industry Standards

UL 508A, File Number E61997: Type 4, 12, 13
NEMA/EEMAC Type 4, 12, 13
cUL CSA 22.2 No. 94, File No. E61997: Type 4, 12, 13
IEC 60529, IP66

Accessories

See Accessories chapter.
Corrosion Inhibitors
Oiltight Hole Seals
Touch-Up Paint (ATPPY61)

Catalog 
Number

A x B x C 
in. (mm)

Hole 
Size 
(mm)

No. of 
Holes

Mounting  
G x H  
in. (mm)

Cover 
Type

Encl. 
Depth 
(P + V) 
in. 
(mm)

F 
in. 
(mm)

K 
in. 
(mm)

L 
in. 
(mm)

M 
in. 
(mm)

P 
in. 
(mm)

Q 
in. 
(mm)

R 
in. 
(mm)

S 
in. 
(mm)

T 
in. 
(mm)

V 
in. 
(mm)

W 
in. 
(mm)

Y 
in. 
(mm)

ED1PB1 4.50 x 2.88 x 2.62  
(114 x 73 x 67)

30.5 1 5.00 x 1.12 
(127 x 29)

Flat — — — — — — — — — — — — 2.78 
(71)

ED1PB2 3.50 x 4.00 x 2.75  
(89 x 102 x 70)

30.5 1 4.00 x 2.38 
(102 x 60)

Flat — 3.00 
(76)

1.50 
(38)

4.50 
(114)

4.00 
(102)

— — — 2.06 
(52)

2.56 
(65)

2.98 
(76)

4.50 
(114)

2.00 
(51)

ED2PB 5.75 x 4.00 x 2.75  
(146 x 102 x 70)

30.5 2 6.25 x 2.38 
(159 x 60)

Flat — 3.00 
(76)

3.75 
(95)

6.75 
(171)

6.25 
(159)

— — — 4.31 
(109)

2.56 
(65)

2.98 
(76)

4.50 
(114)

2.00 
(51)

ED3PB 8.00 x 4.00 x 2.75  
(203 x 102 x 70)

30.5 3 8.50 x 2.38 
(216 x 60)

Flat — 3.00 
(76)

6.00 
(152)

9.00 
(229)

8.50 
(216)

— — — 6.56 
(167)

2.56 
(65)

2.98 
(76)

4.50 
(114)

2.00 
(51)

ED4PB 10.25 x 4.00 x 2.75  
(260 x 102 x 70)

30.5 4 10.75 x 2.38 
(273 x 60)

Flat — 3.00 
(76)

8.25 
(210)

11.25 
(286)

10.75 
(273)

— — — 8.81 
(224)

2.56 
(65)

2.98 
(76)

4.50 
(114)

2.00 
(51)

ED1PBX 3.50 x 4.00 x 3.75  
(89 x 102 x 95)

30.5 1 4.00 x 2.38 
(102 x 60)

Dome 4.98 
(126)

3.00 
(76)

1.50 
(38)

4.50 
(114)

4.00 
(102)

1.00 
(25)

3.03 
(77)

2.53 
(64)

2.06 
(52)

2.56 
(65)

3.98 
(101)

4.50 
(114)

2.00 
(51)

ED1PBXM 3.50 x 4.00 x 3.75  
(89 x 102 x 95)

22.5 1 4.00 x 2.38 
(102 x 60)

Dome 4.98 
(126)

3.00 
(76)

1.50 
(38)

4.50 
(114)

4.00 
(102)

1.00 
(25)

3.03 
(77)

2.53 
(64)

2.06 
(52)

2.56 
(65)

3.98 
(101)

4.50 
(114)

2.00 
(51)

ED2PBX 5.75 x 4.00 x 3.75  
(146 x 102 x 95)

30.5 2 6.25 x 2.38 
(159 x 60)

Dome 4.98 
(126)

3.00 
(76)

3.75 
(95)

6.75 
(171)

6.25 
(159)

1.00 
(25)

3.03 
(77)

4.78 
(121)

4.31 
(109)

2.56 
(65)

3.98 
(101)

4.50 
(114)

2.00 
(51)

ED2PBXM 5.75 x 4.00 x 3.75  
(146 x 102 x 95)

22.5 2 6.25 x 2.38 
(159 x 60)

Dome 4.98 
(126)

3.00 
(76)

3.75 
(95)

6.75 
(171)

6.25 
(159)

1.00 
(25)

3.03 
(77)

4.78 
(121)

4.31 
(109)

2.56 
(65)

3.98 
(101)

4.50 
(114)

2.00 
(51)

ED3PBX 8.00 x 4.00 x 3.75  
(203 x 102 x 95)

30.5 3 8.50 x 2.38 
(216 x 60)

Dome 4.98 
(126)

3.00 
(76)

6.00 
(152)

9.00 
(229)

8.50 
(216)

1.00 
(25)

3.03 
(77)

7.03 
(179)

6.56 
(167)

2.56 
(65)

3.98 
(101)

4.50 
(114)

2.00 
(51)

ED3PBXM 8.00 x 4.00 x 3.75  
(203 x 102 x 95)

22.5 3 8.50 x 2.38 
(216 x 60)

Dome 4.98 
(126)

3.00 
(76)

6.00 
(152)

9.00 
(229)

8.50 
(216)

1.00 
(25)

3.03 
(77)

7.03 
(179)

6.56 
(167)

2.56 
(65)

3.98 
(101)

4.50 
(114)

2.00 
(51)

ED4PBX 10.25 x 4.00 x 3.75  
(260 x 102 x 95)

30.5 4 10.75 x 2.38 
(273 x 60)

Dome 4.98 
(126)

3.00 
(76)

8.25 
(210)

11.25 
(286)

10.75 
(273)

1.00 
(25)

3.03 
(77)

9.25 
(235)

8.81 
(224)

2.56 
(65)

3.98 
(101)

4.50 
(114)

2.00 
(51)

ED4PBXM 10.25 x 4.00 x 3.75  
(260 x 102 x 95)

22.5 4 10.75 x 2.38 
(273 x 60)

Dome 4.98 
(126)

3.00 
(76)

8.25 
(210)

11.25 
(286)

10.75 
(273)

1.00 
(25)

3.03 
(77)

9.25 
(235)

8.81 
(224)

2.56 
(65)

3.98 
(101)

4.50 
(114)

2.00 
(51)

Standard Sizes DPB Pushbutton Enclosures
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Standard Sizes DPB Pushbutton Enclosures (Cont.)

Catalog 
Number

A x B x C 
in. (mm)

Hole 
Size 
(mm)

No. of 
Holes

Mounting  
G x H  
in. (mm)

Cover 
Type

Encl. 
Depth 
(P + V) 
in. 
(mm)

F 
in. 
(mm)

K 
in. 
(mm)

L 
in. 
(mm)

M 
in. 
(mm)

P 
in. 
(mm)

Q 
in. 
(mm)

R 
in. 
(mm)

S 
in. 
(mm)

T 
in. 
(mm)

V 
in. 
(mm)

W 
in. 
(mm)

Y 
in. 
(mm)

ED1PBM1 4.50 x 2.88 x 2.62  
(114 x 73 x 67)

22.5 1 5.00 x 1.12 
(127 x 29)

Flat — — — — — — — — — — — — 2.78 
(71)

ED1PBM2 3.50 x 4.00 x 3.75  
(89 x 102 x 95)

22.5 1 4.00 x 2.38 
(102 x 60)

Flat — 3.00 
(76)

1.50 
(38)

4.50 
(114)

4.00 
(102)

— — — 2.06 
(52)

2.56 
(65)

3.98 
(101)

4.50 
(114)

2.00 
(51)

ED2PBM 5.75 x 4.00 x 3.75  
(146 x 102 x 95)

22.5 2 6.25 x 2.38 
(159 x 60)

Flat — 3.00 
(76)

3.75 
(95)

6.75 
(171)

6.25 
(159)

— — — 4.31 
(109)

2.56 
(65)

3.98 
(101)

4.50 
(114)

2.00 
(51)

ED3PBM 8.00 x 4.00 x 3.75  
(203 x 102 x 95)

22.5 3 8.50 x 2.38 
(216 x 60)

Flat — 3.00 
(76)

6.00 
(152)

9.00 
(229)

8.50 
(216)

— — — 6.56 
(167)

2.56 
(65)

3.98 
(101)

4.50 
(114)

2.00 
(51)

ED4PBM 10.25 x 4.00 x 3.75  
(260 x 102 x 95)

22.5 4 10.75 x 2.38 
(273 x 60)

Flat — 3.00 
(76)

8.25 
(210)

11.25 
(286)

10.75 
(273)

— — — 8.81 
(224)

2.56 
(65)

3.98 
(101)

4.50 
(114)

2.00 
(51)
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Application

Designed to hold oiltight pushbuttons, switches, and pilot lights 
that mount in 22.5mm 4-way pushbutton holes. Enclosures provide 
protection against dirt, dust, oil, and water.

Construction

14 gauge steel•	
Seams continuously welded and ground smooth•	
Captivated cover screws thread into sealed wells•	
Grounding stud in body of enclosure•	
Bonding provision on cover•	
Oil-resistant gasket and adhesive•	
Enclosures 8.50 x 5.00 x 4.25 in. (216 x 127 x 108mm) and larger •	
have internal detachable hinge to hold cover open during wiring, 
yet permit immediate removal

Finish

ANSI 61 gray polyester powder paint inside and out over 
phosphatized surfaces.

Industry Standards

UL 508A, File Number E61997: Type 12, 13
NEMA/EEMAC Type 12, 13
JIC standards EGP-1-1967 and EMP-1-1967
CSA File Number 42186: Type 12
IEC 60529, IP65

Accessories

See Accessories chapter.
Corrosion Inhibitors
Oiltight Hole Seals
Pedestals
Tamper Resistant Screws
Touch-Up Paint (ATPPY61)

Standard Sizes Deep 22.5mm Pushbutton Enclosures
Catalog 
Number

A x B x C 
in. (mm)

Number 
of Holes

Mounting  
G x H (in.)

Mounting  
G x H (mm)

Overall  
L x W (in.)

Overall  
L x W (mm) J (in.) J (mm) T (in.) T (mm) X (in.) X (mm) Y (in.) Y (mm)

E1PBGXM 3.25 x 2.75 x 3.50 
(83 x 70 x 89)

1 3.75 x 1.88 95 x 48 4.25 x 2.97 108 x 75 3.09 78 2.50 64 1.48 38 1.73 44

E2PBGXM 5.12 x 2.75 x 3.50  
(130 x 70 x 89)

2 5.62 x 1.88 143 x 48 6.12 x 2.97 155 x 75 3.09 78 2.50 64 1.48 38 1.55 39

E3PBGXM 7.25 x 2.75 x 3.50  
(184 x 70 x 89)

3 7.75 x 1.88 197 x 48 8.25 x 2.97 210 x 75 3.09 78 2.50 64 1.48 38 1.48 38

E4PBGXM 9.50 x 2.75 x 3.00  
(241 x 70 x 89)

4 10.00 x 1.88 254 x 48 10.50 x 2.97 267 x 75 3.09 78 2.50 64 1.48 38 1.48 38

E6PBGXM 8.50 x 5.00 x 4.25  
(216 x 127 x 108)

6 9.00 x 4.12 229 x 105 9.50 x 5.22 241 x 133 3.84 98 4.75 121 1.48 38 2.11 54

E9PBGXM 8.50 x 7.25 x 4.25  
(216 x 184 x 108)

9 9.00 x 5.63 229 x 162 9.50 x 7.47 241 x 190 3.84 98 6.25 159 1.48 38 2.11 54

E12PBGXM 10.38 x 7.25 x 4.25  
(264 x 184 x 108)

12 10.88 x 5.63 276 x 162 11.38 x 7.47 289 x 190 3.84 98 6.25 159 1.48 38 1.92 49
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